ke
\

e

el 1)

lii

‘wlmﬂ

Y VL &l 1 7 )
W L
WS
mE EEEa
EETREEN
WMy EhEny
T L. 1]
ST EEEN
] vE EEEFN
EREEENEN
H ESEREEEE =
ENEEE BN
SEERNEED
E EEEEEED
AN EEEEN
SEaEEEE =
EMAEEEEEN
- NENRERE
REEEEME
E=FEE BB
EnEEEEY
ErEEpEER
N A -mBEE
EEDRERTR
= FEaE Eem
T S EEPT Y
AR ("EWmE
AEEE. @R WA
hll!l=5ﬂﬂﬂm R
=1 F ST -
= &L B W
T T SR T
E 7 7 BN 3/
— e B . T STA SVl T

i, Vi |

E
an ARLE Whul

RIED
s}l\l
U

-

S SO AR T, . SR WEDRR VR T

KATALOG
CATALOGUE

2010

¢ Letina



e —

Tvrtka Letina inox vec vise od 15 godina uspjesno osvaja europska i svjetska trzista.

U viastitim proizvodnim halama povrsine veée od 10.000m2 uz pomo¢ vrhunske tehnologije
nastaju nasi proizvodi visoke kvalitete. Nasa najveca vrijednost JeZi u 140 mladih, motiviranih
i stru¢nih ljudi koji su sastavni dio naseg uspjeha.

Poseban naglasak u nasoj proizvodnji stavijamo na kontrolu kvalitete. Prije izlaska-iz proizvodnog pogona,
svaki nas proizvod je ispitan i pregledan od strane interne kontrole jer je kvaliteta uvijek na prvom mjestu.

LETINA INOX

Osim ponude standardnih tankova koji su predstavljeni u ovom katalogu, u mogucnosti smo-proizvesti
i tankove van standarda koji ¢e u potpunosti biti prilagoden Zeljama kupca. Nas konstrukcijski tim u svakom
trenutku stoji na raspolaganju kupcima a sve u cilju obostranog zadovoljstva.

The company Letina inox works successfully for over 15 years on the European and world markets.

In our own manufacturing facilities with area larger than 10.000m2 with a help of superior technology,
our high quality products are beeing developed and produced. Our greatest value lies in 140 young,
motivated and professional employees who are foundation of our success.

The particular emphasis in our production is placed in the quality control. Each of our product is tested
and reviewed by the internal control before it leaves our manufacturing plant because quality is our principal.

Beside the standard tanks that are presented in this catalogue, we are also able to produce any tank out
of our standards. They will be fully adapted to the customer’s requests. Our construction team is avaiable
any time to all our customers - all to mutual satisfaction.

XONI VNILIT

@ Pronadite naseg distributera na www.Jetina.com
® Find our dealer on www./etina.com

® Letina inox u Hrvatskoj
® Letina inox in Croatia

E oo l@etina-inox@letina.com -cos oo WWW.letina.com -es
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Zatvoreni tank
Closed tank

Zatvoreni katni tank
Closed storey tank

Zatvoreni tankovi u kombinaciji donji+gornji
Closed tank in combination bottom-+top

Kvadratni tank
Square tank

Izolirani tank
Insulated tank

Tank sa zra¢nim poklopcem
Tank with air cap

Tank sa zracnim poklopcem i kosim dnom
Tank with air cap and slope bottom

Vinifikator
Wineficator

Vinifikator romat
Wineficator romat

Vinifikator vinimatik
Wineficator winematic

Drveni vinifikator
Wooden wineficator

Tank za prijevoz vilicarem
Tank for forklift transport
MjesSalica

Mixer

Tlaéni tank
Tank under pressure

Zatvoreni tank za maslinovo ulje
Closed tank for olive oil

Zatvoreni tank za maslinovo ulje
Closed tank for olive oil

Tankovi sa plivajuéim ili zracnim poklopcem
Tanks with floating or air cap

Tankovi za maslinovo ulje, rakiju, mijeko
Tanks for olive oil, brandy, milk

Filteri za vino i termoblokovi
Filters for wine and thermoblocks

Sifoni
Drainage
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Zatvoreni tank koristi se za fermentaciju i cuvanje vina i ostalih prehrambenih tekucina.
tip Kvalitetni materijali velikih debljina osiguravaju stabilnost kroz dugogodisnju profesional/nu upotrebu tanka.
zatvoreni tank Visoko polirana unutrasnjost tanka ne dozvoljava hvatanje vinskog kamenca te olakSava pranje spremnika.

Zahvaljujudi vertikalnoj izvedni duplikatora za hladenje omoguceno je kvalitetno hladenje i kad tank nije do kraja pun.

The closed tank is used for fermentation and storage of wine and other alimentary liquids.

t z High quality materials with big thickness ensure stability during a long professional usage of the tank.
ype The high polished tank’s inside do not allow deposition of wine scale and ease the cleaning of the tank.
closed tank Thanks to the vertical construction of the cooling jacket, the cooling process will be efficient

even if the tank is not totally full.

TipType Volumen/ [%]
Volume (lit)  (mm)

Z 500 A8 500 797 1570 1000 300 1510
Z 600 A8 600 797 1820 1250 300 1740
Z750 A8 750 797 2070 1500 300 1970
Z1000 A8 1000 797 2570 2000 300 2450
Z1250 A8 1250 797 3070 2500 300 2930
Z 1500 A8 1500 797 3570 3000 300 3430
Z 750 A10 750 956 1580 1000 300 1560
Z 900 A10 900 956 1830 1250 300 1790
Z 1040 A10 1040 956 1980 1400 300 1920
Z 1100 A10 1100 956 2080 1500 300 2010
Z 1450 A10 1450 956 2580 2000 300 2480
Z 1800 A10 1800 956 3080 2500 300 2960
Z 2150 A10 2150 956 3580 3000 300 3450
Z 1250 A11 1250 1116 1840 1250 300 1840
Z 1500 A11 1500 1116 2090 1500 300 2070
Z 2000 A11 2000 1116 2590 2000 300 2530
Z 2450 A11 2450 1116 3090 2500 300 3000
Z 2950 A11 2950 1116 3590 3000 300 3480
Z 3950 A11 3950 1116 4590 | 4000 300 4450
Z2000 A13 2000 1275 2220 1500 400 2230
Z2600 A13 2600 1275 2720 2000 400 2680
Z 3250 A13 3250 1275 3220 2500 400 3150
Z 3900 A13 3900 1275 3720 3000 400 3620
Z 5150 A13 5150 1275 | 4720 | 4000 400 4590
Z 2400 A14 2400 1402 2230 1500 400 2270
Z 3200 A14 3200 1402 2730 2000 400 2720
Z 3950 A14 3950 1402 3230 2500 400 3180
Z 4700 A14 4700 1402 3730 3000 400 3650
Z 6250 A14 6250 1402 4730 | 4000 400 4610
Z 4150 A16 4150 1593 2740 2000 400 2780
Z 5100 A16 5100 1593 3240 2500 400 3230
Z 6100 A16 6100 1593 3740 3000 400 3700
Z 8100 A16 8100 1593 4740 = 4000 400 4650
Z10100 A16 10100 1593 5740 5000 400 5620
Z 5000 A18 5000 1752 2750 2000 400 2920
Z 6200 A18 6200 1752 3250 2500 400 3360
Z 7450 A18 7450 1752 3750 3000 400 3790
Z 9850 A18 9850 1752 4750 | 4000 400 4740
\ Z 12200 A18 12200 1752 5750 5000 400 5690
Z 6000 A19 6000 1911 2860 2000 500 2930
Z 7450 A19 7450 1911 3360 2500 500 3370
. Z 8850 A19 8850 1911 3860 3000 500 3830
¢ Letina Z 11700 A19 11700 1911 4860 4000 500 4770
) Z 14600 A19 14600 1911 5860 5000 500 5730
—~= -— Z 8750 A21 8750 2071 3370 2500 500 3550
Z10400 A21 10400 2071 3870 3000 500 3980
] Z 13800 A21 13800 2071 4870 | 4000 500 4880
5 ~ Z 17100 A21 17100 2071 5870 5000 500 5830
T © ° I Z 20500 A21 20500 2071 6870 6000 500 6790
Q Z 10200 A22 10200 2230 3380 2500 500 3610
Z 12200 A22 12200 2230 3880 3000 500 3760
Z 16100 A22 16100 2230 4880 = 4000 500 4940
Z 20000 A22 20000 2230 5880 5000 500 5870
Z 23900 A22 23900 2230 6880 6000 500 6820
% Y Z 15300 A25 15300 2501 3900 3000 500 4260
\ Z 20200 A25 20200 2501 4900 = 4000 500 5120
N Z 25100 A25 25100 2501 5900 5000 500 6020
| - | Z 30000 A25 30000 2501 6900 6000 500 6950
- - Z 34900 A25 34900 2501 7900 7000 500 7900
Z 39800 A25 39800 2501 8900 8000 500 8860

Sve ostale dimenzije prema dogovoru!
All other dimension by request!
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OSNOVNA OPREMA

gornja vrata @200 mm

podnica konusna

otvorene noge

vrenjata DN50

tipska plocica s karticom

osfonac za ljestve

nivokaz @16 mm, skalirani, otvoreni
demontazna cijev za nivokaz

termometar analogni

probna pipa DN15

vrata donja ovalna LCL

Cahura za temperaturnu sondu + spojnica PG9
dupli plast za hiadenje 0,5 m2/1000 lit

ventil kuglasti DIN DN32 na Cistom ispustu
ventil kuglasti DIN DN32 na tota/nom ispustu
materijal AISI304/BA (W.Nr.1.4301/II1d)
kruZno polirano

DODATNA OPREMA

¢ep DN50 s lan&icom

vrata gornja @300 mm i veca

termometar digitalni

termometar digitalni sa upravijanjem

nivokaz skalirani, zatvoreni

druga veli¢ina i/ili oblik donjih vratiju

ventili (kuglasti/leptir) garola, WG, macon, GAS
noge podesive

noge zatvorene

kosi prikljuak za ubodnu mjesalicu

dekanter

drugi oblik podnice

duplikator za grijanje

dupli plast za hladenje veéi od 0,5 m2/1.000 lit
prikijucak za inertni plin

Cepovi za ventile

materijal AISI316L/BA (W.Nr.1.4404/111d)
brusena povrsina plasta (schotch brite)
povrsina plasta visoko polirana

TIPOVI KAPA

BASIC EQUIPMENT

manhole cover @200 mm

conical bottom

open legs

relief valve DN50

type plate with note card

ladder support

level indicator @16 with scale, open model
dismountable pipe for level indicator
thermometer analog

sampling valve DN15

manway door oval, LCL mode/

shell for thermometer sonde with PG9 fitting
cooling jacket - 0,5 m2/1.000 lit

ball valve DIN DN32 on clean discharge
ball valve DIN DN32 on total discharge
material AISI304/BA (W.Nr.1.4301/11Id)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

cap with chain DIN DN50

manhole cover @300 or bigger
thermometer digital

thermometer digital with contro/

level indicator @16 with scale, closed model
different size and/or shape of manway door
ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

closed legs

slope fitting for mixer

decanter

different shape of bottom

heating jacket

cooling jacket bigger than 0,5 m2/1.000 lit
fitting for shield gas

caps for valves

material AISI316L/BA (W.Nr.1.4404/111d)
grinding surface of coat (schotch brite)
mirror surface of coat

CAP TYPES

konusna ekscentri¢na . conical off-centered
konusna centri¢na é conical centered

TIPO

konusna ekscentri¢na
(od @797 do @1752)

konusna centri¢na
(od @1911)

ravna sa nagibom

oo J@etina-inox@letina.com coo

BOTTOM TYPES

g

conical off-centered
(from @797 to @1752)

conical centered
(from @1911)

z tip

zatvoreni tank

z type

closed tank

¢ Letina

oo WWW.letina.com ceo
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. ZK Zatvoreni katni tank u izvedbi s dvije ili vise komora sluZi za fermentaciju i uvanje vina i ostalih prehrambenih tekudina.
tlp Zatvoreni katni tank omogucuje optimalnu iskoristivost prostora u podrumu.
zatvoreni katni tank Kvalitetni materijali velikih debljina osiguravaju stabilnost kroz dugogodisnju profesionalnu upotrebu spremnika.

Svi ventili na spremniku pri¢vrséeni su navojnim spojnim elementom i brtvom, Sto pojednostavijuje skidanje kod pranja.

The closed storey tank with two or more chambers is used for fermentation and storage of wine and

type ZK other alimentary liquids. The closed storey tank ensures optimal usage of the cellar space.
The high quality materials with big thickness ensure the stability during a long professional usage of the tank.
closed storey tank All valves on the tank are attached with fittings and gaskets which simplifies the removal during the cleaning.

TipfType Volumen-l (7]
Volume (lit)  (mm)

ZK 500 A8 500 797 1570 1000 300 1510

ZK 600 A8 600 797 1820 1250 300 1740

ZK 750 A8 750 797 2070 1500 300 1970

ZK 1000 A8 1000 797 2570 2000 300 2450

ZK 1250 A8 1250 797 3070 2500 300 2930

ZK 1500 A8 1500 797 3570 3000 300 3430

ZK 750 A10 750 956 1580 1000 300 1560

ZK 900 A10 900 956 1830 1250 300 1790
ZK 1040 A10 1040 956 1980 1400 300 1920
ZK 1100 A10 1100 956 2080 1500 300 2010
ZK 1450 A10 1450 956 2580 2000 300 2480
ZK 1800 A10 1800 956 3080 2500 300 2960
ZK 2150 A10 2150 956 3580 3000 300 3450
ZK 1250 A11 1250 1116 1840 1250 300 1840
ZK 1500 A11 1500 1116 2090 1500 300 2070
ZK 2000 A11 2000 1116 2590 2000 300 2530
ZK 2450 A11 2450 1116 3090 2500 300 3000
ZK 2950 A11 2950 1116 3590 3000 300 3480
ZK 3950 A11 3950 1116 4590 4000 300 4450
ZK 2000 A13 2000 1275 2220 1500 400 2230
ZK 2600 A13 2600 1275 2720 2000 400 2680
ZK 3250 A13 3250 1275 3220 2500 400 3150
ZK 3900 A13 3900 1275 3720 3000 400 3620
ZK 5150 A13 5150 1275 4720 4000 400 4590
ZK 2400 A14 2400 1402 2230 1500 400 2270
ZK 3200 A14 3200 1402 2730 2000 400 2720
ZK 3950 A14 3950 1402 3230 2500 400 3180
ZK 4700 A14 4700 1402 3730 3000 400 3650
ZK 6250 A14 6250 1402 4730 4000 400 4610
ZK 4150 A16 4150 1593 2740 2000 400 2780
ZK 5100 A16 5100 1593 3240 2500 400 3230
ZK 6100 A16 6100 1593 3740 3000 400 3700
ZK 8100 A16 8100 1593 4740 4000 400 4650
ZK 10100 A16 10100 1593 5740 5000 400 5620
ZK 5000 A18 5000 1752 2750 2000 400 2920
ZK 6200 A18 6200 1752 3250 2500 400 3360
ZK 7450 A18 7450 1752 3750 3000 400 3790
ZK 9850 A18 9850 1752 4750 4000 400 4740
ZK 12200 A18 12200 1752 5750 5000 400 5690
ZK 6000 A19 6000 1911 2860 2000 500 2930
ZK 7450 A19 7450 1911 3360 2500 500 3370
ZK 8850 A19 8850 1911 3860 3000 500 3830
ZK 11700 A19 11700 1911 4860 4000 500 4770
ZK14600 A19 14600 1911 5860 5000 500 5730
ZK 8750 A21 8750 2071 3370 2500 500 3580
ZK 10400 A21 10400 2071 3870 3000 500 4020
ZK13800 A21 13800 2071 4870 4000 500 4930
ZK 17100 A21 17100 2071 5870 5000 500 5870
ZK 20500 A21 20500 2071 6870 6000 500 6830
ZK 10200 A22 10200 2230 3380 2500 500 3610
ZK 12200 A22 12200 2230 3880 3000 500 3760
ZK 16100 A22 16100 2230 4880 4000 500 4940
ZK 20000 A22 20000 2230 5880 5000 500 5870
ZK 23900 A22 23900 2230 6880 6000 500 6820
ZK 15300 A25 15300 2501 3900 3000 500 4200
ZK 20200 A25 20200 2501 4900 4000 500 5080
ZK 25100 A25 25100 2501 5900 5000 500 6000
ZK 30000 A25 30000 2501 6900 6000 500 6940
ZK 34900 A25 34900 2501 7900 7000 500 7890
ZK 39800 A25 39800 2501 8900 8000 500 8860

Sve ostale dimenzije prema dogovoru!
All other dimension by request!
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OSNOVNA OPREMA

gornja vrata @200 mm

podnica konusna

medupodnica

noge otvorene

vrenjaca DN50

tipska plocica s karticom

osfonac za ljestve

nivokaz @16 mm, skalirani, otvoreni
demontazna cijev za nivokaz

termometar analogni

probna pipa DN15

vrata donja ovalna LCL

C¢ahura za temperaturnu sondu + spojnica PG9
dupli plast za hladenje 0,5 m2/1.000 lit
ventil kuglasti DIN DN32 na c&istom ispustu
venti/ kuglasti DIN DN32 na tota/nom ispustu
materijal AISI304/BA (W.Nr.1.4301/II1d)
kruzno polirano

DODATNA OPREMA

¢ep DN50 s lancicom

vrata gornja @300 mm i veca

termometar digitaini

termometar digitaini sa upravijanjem

nivokaz skalirani zatvoreni

druga velicina i/ili oblik donjih vratiju

ventili (kuglasti/leptir) garola, WG, macon, GAS
noge podesive

noge zatvorene

kosi prikijuCak za ubodnu mjesalicu

dekanter

drugi oblik podnice

duplikator za grijanje

dupli plast za hladenje veci od 0,5 m2/1.000 lit
prikijucak za inertni plin

Cepovi za ventile

materijal AISI316L/BA (W.Nr.1.4404/1I11d)
brusena povrsina plasta (schotch brite)
povrsina plasta visoko polirana

TIPOVI KAPA

BASIC EQUIPMENT

manhole cover @200 mm

conical bottom

bottom in the middie

open legs

relief valve DN50

type plate with note card

Jadder support

Jevel indicator @16 with scale, open model
dismountable pipe for level indicator
thermometer analog

sampling vaive DN15

manway door oval, LCL model

shell for thermometer sonde with PG9 fitting
cooling jacket - 0,5 m2/1.000 lit

ball valve DIN DN32 on clean discharge
ball valve DIN DN32 on total discharge
material AISI304/BA (W.Nr.1.4301/111d)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

cap with chain DIN DN50

manhole cover @300 or bigger
thermometer digital

thermometer digital with control

level indicator @16 with scale, closed model
different size and/or shape of manway door
ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

closed legs

slope fitting for mixer

decanter

different shape of bottom

heating jacket

cooling jacket bigger than 0,5 m2/1.000 lit
fitting for shield gas

caps for valves

material AISI316L/BA (W.Nr.1.4404/111d)
grinding surface of coat (schotch brite)
mirror surface of coat

CAP TYPES

konusna ekscentricna . conical off-centered
konusna centri¢na é conical centered

TIPOVI PODNICA

BOTTOM TYPES

konusna ekscentri¢na conical off-centered
(od @797 do @1752) (from @797 to @1752)

konusna centri¢na conical centered
(od ©1911) (from @1911)

ravna sa nagibom

ooo l@tina-inox@letina.com cso

flat with slope

ZK v

zatvoreni katni tank

ZK type

closed storey tank

¢ Letina
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ip ZD+ZG

zatvoreni tankovi
donji + gornji

type ydnlydC

—

bottom + top

closed tanks

ventil kuglasti

druga

kosi

brusena

oo |@etina-inox@letina.com -oo

konusna ekscentri¢na
(od @797 do @1752)

konusna centri¢na

ravna sa nagibom

OSNOVNA OPREMA

gornja vrata @200 mm
podnica konusna
vrenjaca DN50

tipska ploCica s karticom
oslonac za ljestve

nivokaz @16 mm, skalirani, otvoreni

demontazna cijev za nivokaz
termometar analogni

probna pipa DN15

vrata donja ovalna LCL

¢ahura za temperaturnu sondu + spojnica PG9
dupli plast za hladenje 0,5 m2/1 000 lit
ventil kuglasti DIN DN32 na Cistom ispustu

DIN DN32 na totalnom ispustu
oslonci za gornju posudu

materijal AISI304/BA (W Nr 1 4301/111d)

kruzno polirano

DODATNA OPREMA

¢ep DN50 s lancicom
vrata gornja @300 mm i veca
termometar digitalni

termometar digitalni sa upravijanjem

nivokaz skalirani, zatvoreni
velic¢ina i/ili oblik donjih vratiju

ventili (kuglasti/leptir) garola, WG, macon, GAS

noge podesive

noge zatvorene

prikljuak za ubodnu mjesalicu
dekanter

drugi oblik podnice

duplikator za grijanje

dupli plast za hladenje veli od 0,5 m2/1 000 lit

prikljucak za inertni plin
Cepovi za ventile

materijal AISI316L/BA (W Nr 1 4404/111d)

povrsina plasta (schotch brite)
povrsina plasta visoko polirana

TIPOVI KAPA

TIPO

(od @1911)

pe——

——
g —

—

Zatvoreni tankovi u kombinaciji donji+gornji sluZe za fermentaciju i Cuvanje vina i ostalih prehrambenih tekuéina
Omogucuju optimalnu iskoristivost prostora u podrumu PruZaju mogucénost kombiniranja prema Zelji i potrebama kupca
Kvalitetni materijali velikih debljina osiguravaju stabilnost bez obzira na veli¢inu donjeg ili gornjeg tanka

The closed tanks in combination bottom-+top are used for fermentation and storage of wine and
other alimentary liquids This type of tanks ensures optimal usage of the cellar space

This system provides different possibilities of combination by buyer’s request

High quality materials with big thickness ensure the stability during a long professional usage of the tank

BASIC EQUIPMENT

manhole cover @200 mm

conical bottom

relief valve DN50

type plate with note card

ladder support

level indicator @16 with scale, open model
dismountable pipe for level indicator
thermometer analog

sampling valve DN15

manway door oval, LCL model

shell for thermometer sonde with PG9 fitting
cooling jacket - 0,5 m2/1 000 lit

ball valve DIN DN32 on clean discharge
ball valve DIN DN32 on total discharge
support for top tank

material AISI304/BA (W Nr1 4301/I1Id)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

cap with chain DIN DN50

manhole cover @300 or bigger
thermometer digital

thermometer digital with control

level indicator @16 with scale, closed model
different size and/or shape of manway door
ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

closed legs

slope fitting for mixer

decanter

different shape of bottom

heating jacket

cooling jacket bigger than 0,5 m2/1 000 lit
fitting for shield gas

caps for valves

material AISI316L/BA (W Nr 1 4404/1I1Id)
grinding surface of coat (schotch brite)
mirror surface of coat

CAP TYPES

konusna ekscentri¢na . conical off-centered
Conssa cntcns o — <o et

BOTTOM TYPES

conical off-centered
(from @797 to @1752)

conical centered
(from @1911)

flat with slope

oo WWW.letina.com ceo




Tip/Type

ZD 500 A8
ZD 600 A8
ZD 750 A8
ZD 1000 A8
ZD 1250 A8
ZD 1500 A8

ZD 750 A10
ZD 900 A10
ZD 1040 A10
ZD 1100 A10
ZD 1450 A10
ZD 1800 A10
ZD 2150 A10

ZD 1250 A11
ZD 1500 A11
ZD 2000 A11
ZD 2450 A11
ZD 2950 A11
ZD 3950 A11

ZD 2000 A13
ZD 2600 A13
ZD 3250 A13
ZD 3900 A13
ZD 5150 A13

ZD 2400 A14
ZD 3200 A14
ZD 3950 A14
ZD 4700 A14
ZD 6250 A14

ZD 4150 A16
ZD 5100 A16
ZD 6100 A16
ZD 8100 A16
ZD 10100 A16

ZD 5000 A18
ZD 6200 A18
ZD 7450 A18
ZD 9850 A18
ZD 12200 A18

ZD 6000 A19
ZD 7450 A19
ZD 8850 A19
ZD 11700 A19
ZD 14600 A19

ZD 8750 A21
ZD 10400 A21
ZD 13800 A21
ZD 17100 A21
ZD 20500 A21

ZD 10200 A22
ZD 12200 A22
ZD 16100 A22
ZD 20000 A22
ZD 23900 A22

ZD 15300 A25
ZD 20200 A25
ZD 25100 A25
ZD 30000 A25
ZD 34900 A25

|

ZD 39800 A25 |

Volumen
Volume
(lit)
500
600
750
1000
1250
1500

750
900
1040
1100
1450
1800
2150

1250
1500
2000
2450
2950
3950

2000
2600
3250
3900
5150

2400
3200
3950
4700
6250

4150
5100
6100
8100
10100

5000
6200
7450
9850
12200

6000
7450
8850
11700
14600

8750
10400
13800
17100
20500

10200
12200
16100
20000
23900

15300
20200
25100
30000
34900
39800

%}

(mm)
797
797
797
797
797
797

956
956
956
956
956
956
956

1116
1116
1116
1116
1116
1116

1275
1275
1275
1275
1275

1402
1402
1402
1402
1402

1593
1593
1593
1593
1593

1752
1752
1752
1752
1752

1911
1911
1911
1911
1911

2071
2071
2071
2071
2071

2230
2230
2230
2230
2230

2501
2501
2501
2501
2501
2501

1000
1250
1500
2000
2500
3000

1000
1250
1400
1500
2000
2500
3000

1250
1500
2000
2500
3000
4000

1500
2000
2500
3000
4000

1500
2000
2500
3000
4000

2000
2500
3000
4000
5000

2000
2500
3000
4000
5000

2000
2500
3000
4000
5000

2500
3000
4000
5000
6000

2500
3000
4000
5000
6000

3000
4000
5000
6000
7000
8000

300
300
300
300
300
300

300
300
300
300
300
300
300

300
300
300
300
300
300

400
400
400
400
400

400
400
400
400
400

400
400
400
400
400

400
400
400
400
400

500
500
500
500
500

500
500
500
500
500

500
500
500
500
500

500
500
500
500
500
500

1380
1630
1880
2380
2880
3380

1380
1630
1780
1880
2380
2880
3380

1630
1880
2380
2880
3380
4380

1980
2480
2980
3480
4480

1980
2480
2980
3480
4480

2480
2980
3480
4480
5480

2480
2980
3480
4480
5480

2580
3080
3580
4580
5580

3080
3580
4580
5580
6580

3080
3580
4580
5580
6580

3580
4580
5580
6580
7580
8580

Tip/Type

ZG 500 A8
ZG 600 A8
ZG 750 A8
ZG 1000 A8
ZG 1250 A8
ZG 1500 A8

ZG 750 A10
ZG 900 A10
ZG 1040 A10
ZG 1100 A10
ZG 1450 A10
ZG 1800 A10
ZG 2150 A10

ZG 1250 A11
ZG 1500 A11
ZG 2000 A11
ZG 2450 A11
ZG 2950 A11
ZG 3950 A11

ZG 2000 A13
ZG 2600 A13
ZG 3250 A13
ZG 3900 A13
ZG 5150 A13

ZG 2400 A14
ZG 3200 A14
ZG 3950 A14
ZG 4700 A14
ZG 6250 A14

ZG 4150 A16
ZG 5100 A16
ZG 6100 A16
ZG 8100 A16
ZG 10100 A16

ZG 5000 A18
ZG 6200 A18
ZG 7450 A18
ZG 9850 A18
ZG 12200 A18

ZG 6000 A19
ZG 7450 A19
ZG 8850 A19
ZG 11700 A19
ZG 14600 A19

ZG 8750 A21
ZG 10400 A21
ZG 13800 A21
ZG 17100 A21
ZG 20500 A21

ZG 10200 A22
ZG 12200 A22
ZG 16100 A22
ZG 20000 A22
ZG 23900 A22

ZG 15300 A25
ZG 20200 A25
ZG 25100 A25
ZG 30000 A25
ZG 34900 A25
ZG 39800 A25

Volumen
Volume
(lit)
500
600
750
1000
1250
1500

750
900
1040
1100
1450
1800
2150

1250
1500
2000
2450
2950
3950

2000
2600
3250
3900
5150

2400
3200
3950
4700
6250

4150
5100
6100
8100
10100

5000
6200
7450
9850
12200

6000
7450
8850
11700
14600

8750
10400
13800
17100
20500

10200
12200
16100
20000
23900

15300
20200
25100
30000
34900
39800

%)

(mm)
797
797
797
797
797
797

956
956
956
956
956
956
956

1116
1116
1116
1116
1116
1116

1275
1275
1275
1275
1275

1402
1402
1402
1402
1402

1593
1593
1593
1593
1593

1752
1752
1752
1752
1752

1911
1911
1911
1911
1911

2071
2071
2071
2071
2071

2230
2230
2230
2230
2230

2501
2501
2501
2501
2501
2501

oo l@tina-inox@letina.com cso

1000
1250
1500
2000
2500
3000

1000
1250
1400
1500
2000
2500
3000

1250
1500
2000
2500
3000
4000

1500
2000
2500
3000
4000

1500
2000
2500
3000
4000

2000
2500
3000
4000
5000

2000
2500
3000
4000
5000

2000
2500
3000
4000
5000

2500
3000
4000
5000
6000

2500
3000
4000
5000
6000

3000
4000
5000
6000
7000
8000

oo WWW.letina.com ceo

220
220
220
220
220
220

220
220
220
220
220
220
220

220
220
220
220
220
220

320
320
320
320
320

320
320
320
320
320

320
320
320
320
320

320
320
320
320
320

420
420
420
420
420

420
420
420
420
420

420
420
420
420
420

420
420
420
420
420
420

1490
1740
1990
2490
2990
3490

1500
1750
1900
2000
2500
3000
3500

1760
2010
2510
3010
3510
4510

2140
2640
3140
3640
4640

2150
2650
3150
3650
4650

2660
3160
3660
4660
5660

2670
3170
3670
4670
5670

2780
3280
3780
4780
5780

3290
3790
4790
5790
6790

3300
3800
4800
5800
6800

3820
4820
5820
6820
7820
8820

ZD+ZG 1o

zatvoreni tankovi
doniji + gorniji

ZD+ZG type

closed tanks
bottom + top
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. KR Kvadratni tank siuZi za fermentaciju i Cuvanje vina i ostalih prehrambenih tekuéina.
tlp Zbog svojeg pravokutnog oblika tank nudi maksimaino iskoristenje raspoloZivog prostora u podrumu.
kvadratni tank Bridovi spremnika izvedeni su zaobljeno, bez ostrih kutova i rubova.

The square tank is used for fermentation and storage of wine and other alimentary liquids.

type KR Because of the rectangular shapes this tank offers a maximum usage of the cellar space.
The tank’s edges are rounded, without sharp angles and edges.

square tank g pang g

. Volumen/
Tip/Type Volume (lit)

KR 800 A8-14 800 750 | 1350 750 300 1150 | 1300

KR 1000 A8-14 1000 750 | 1350 = 1000 = 300 | 1400 | 1500

KR 1500 A8-14 1500 750 | 1350 @ 1500 = 300 | 1900 | 2000

KR 2000 A8-14 2000 750 | 1350 | 2000 300 | 2400 | 2550
KR 1700 A10-17 1700 1000 | 1650 | 1000 ~ 300 |~ 1400 | 1650
KR 2500 A10-17 2500 1000 | 1650 | 1500 300 | 1900 | 2250
KR 3300 A10-17 3300 1000 | 1650 | 2000 ~ 300 | 2400 | 2650
KR 2400 A13-19 2400 1250 | 1850 | 1000 ~ 300 | 1400 | 1850
KR 3500 A13-19 3500 1250 | 1850 | 1500 300 1900 | 2400
KR 4700 A13-19 4700 1250 | 1850 | 2000 300 | 2400 | 2800
KR 4700 A15-21 4700 1500 | 2050 | 1500 | 400 | 2000 | 2650
KR 6200 A15-21 6200 1500 | 2050 | 2000 400 | 2500 | 3000
KR 7800 A15-21 7800 1500 | 2050 | 2500 400 | 3000 | 3450
KR 8000 A18-23 8000 1750 | 2250 | 2000 400 | 2600 | 3200
KR 10000 A18-23 10000 1750 | 2250 | 2500 ~ 400 3100 | 3600
KR 11900 A18-23 11900 1750 | 2250 | 3000 400 | 3600 | 4000
KR 12700 A20-25 12700 2000 | 2450 | 2500 500 | 3200 | 3800
KR 15200 A20-25 15200 2000 | 2450 | 3000 500 | 3700 | 4200
KR 17600 A20-25 17600 2000 | 2450 | 3500 500 | 4200 | 4650
KR 18500 A23-27 18500 2250 | 2650 | 3000 500 | 3700 | 4350
KR 21400 A23-27 21400 2250 | 2650 | 3500 500 | 4200 | 4750
KR 24400 A23-27 24400 2250 | 2650 | 4000 = 500 | 4700 | 5200

Sve ostale dimenzije prema dogovoru!
All other dimension by request!
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OSNOVNA OPREMA

gornja vrata @200 mm

podnica ekscentri¢na

zatvorene noge

vrenjaca DN50

tipska plocica s karticom

oslonac za ljestve

nivokaz @16 mm, skalirani, otvoreni
demontazna cijev za nivokaz

termometar analogni

probna pipa DN15

vrata donja ovalna LCL

Cahura za temperaturnu sondu + spojnica PG9
dupli plast za hladenje 0,5 m2/1.000 lit
ventil kuglasti DIN. DN32 na cistom ispustu
ventil kuglasti DIN DN32 na totalnom ispustu
materijal AISI304/BA (W.Nr.1.4301/I11d)
kruzno polirano

DODATNA OPREMA

c¢ep DN50 s Jancicom

vrata gornja @300 mm i veca

termometar digita/ni

termometar digitalni sa upravijanjem

nivokaz skalirani, zatvoreni

druga velicina i/ili oblik donjih vratiju

ventili (kuglasti/leptir) garola, WG, macon, GAS
noge podesive

kosi prikljucak za ubodnu mjesalicu

dekanter

drugi oblik podnice

podnica ravna pod nagibom

duplikator za grijanje

dupli plast za hladenje veéi od 0,5 m2/1.000 it
prikljucak za inertni plin

Cepovi za ventile

materijal AISI316L/BA (W.Nr.1.4404/II1I1d)
brusena povrsina plasta (schotch brite)
povrsina plasta visoko polirana

TIPOVI KAPA

ekscentricna

TIPOVI PODNICA

BASIC EQUIPMENT

manhole cover @200 mm

off-centered bottom

closed legs

relief valve DN50

type plate with note card

ladder support

level indicator @16 with scale, open model,
dismountable pipe for level indicator
thermometer analog

sampling valve DN15

manway door oval, LCL model

shell for thermometer sonde with PG9 fitting
cooling jacket - 0,5 m2/1.000 lit

ball valve DIN DN32 on clean discharge
ball valve DIN DN32 on total discharge
material AISI304/BA (W.Nr.1.4301/111d)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

cap with chain DIN DN50

manhole cover @300 or bigger
thermometer digital

thermometer digital with control

level indicator @16 with scale, closed model
different size and/or shape of manway door
ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

slope fitting for mixer

decanter

different shape of bottom

flat bottom with elevation

heating jacket

cooling jacket bigger than 0,5 m2/1.000 lit
fitting for shield gas

caps for valves

material AISI316L/BA (W.Nr.1.4404/111d)
grinding surface of coat (schotch brite)
mirror surface of coat

CAP TYPES

off-centered

BOTTOM TYPES

ekscentrina ﬂ e
centriéna -1. centered

ravna sa nagibom % flat with slope

oo l@tina-inox@letina.com cso
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KR

kvadratni tank

KR type

square tank
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. Izo Izolirani tank s ugradenim duplikatorom za hladenje namijenjen je za hladnu stabilizaciju vina,
tip taloZenje i fermentaciju mosta i ¢uvanje vina.
izolirani tank Debeli sloj poliuretanske pjene osigurava dobra izolacijska svojstva ovog tanka.

Duplikator za hladenje velike povrsine omogucava brzo sniZavanja temperature u tanku.

The insulated tank with a build-in cooling jacket is used for cold wine stabilization, sedimentation and
type Izo fermentation and storage of wine.

. 1 d K The thick layer of polyurethane foam ensures a good insulation characteristic of this tank.
insulated tan| The big sized cooling jacket ensures a fast lowering of the temperature inside the tank.

Volumen/ (7]

Tip/Type

Volume (lit)  (mm)
1ZO 500 A8 500 797 1620 | 1100 300 1560
1ZO 600 A8 600 797 1870 | 1350 300 1790
1ZO 750 A8 750 797 2120 | 1500 300 2020
1ZO 1000 A8 1000 797 2620 2100 300 2500
1ZO 1250 A8 1250 797 3120 | 2600 300 2980
1ZO 1500 A8 1500 797 3620 3100 300 3480
1ZO 750 A10 750 956 1630 1100 300 1610
1ZO 900 A10 900 956 1880 = 1350 300 1840
1ZO 1040 A10 1040 956 2030 | 1500 300 1970
1ZO 1100 A10 1100 956 2130 | 1600 300 2060
1ZO 1450 A10 1450 956 2630 | 2100 300 2530
1ZO 1800 A10 1800 956 3130 | 2600 300 3010
1ZO 2150 A10 2150 956 3630 | 3100 300 3500
1ZO 1250 A11 1250 1116 | 1890 = 1350 300 1890
1ZO 1500 A11 1500 1116 | 2140 = 1600 300 2120
1ZO 2000 A11 2000 1116 | 2640 = 2100 300 2580
1ZO 2450 A11 2450 1116 | 3140 = 2600 300 3050
1ZO 2950 A11 2950 1116 | 3640 = 3100 300 3530
1ZO 3950 A11 3950 1116 | 4640 = 4100 300 4500
1ZO 2000 A13 2000 1275 | 2270 1600 400 2280
1ZO 2600 A13 2600 1275 | 2770 = 2100 400 2730
1ZO 3250 A13 3250 1275 | 3270 | 2600 400 3200
1ZO 3900 A13 3900 1275 | 3770 | 3100 400 3670
1ZO 5150 A13 5150 1275 | 4770 | 4100 400 4640
1ZO 2400 A14 2400 1402 | 2280 = 1600 400 2320
1ZO 3200 A14 3200 1402 | 2780 = 2100 400 2770
1ZO 3950 A14 3950 1402 | 3280 = 2600 400 3230
1ZO 4700 A14 4700 1402 | 3780 = 3100 400 3700
1ZO 6250 A14 6250 1402 | 4780 = 4100 400 4660
1ZO 4150 A16 4150 1593 | 2790 = 2100 400 2830
1ZO 5100 A16 5100 1593 | 3290 2600 400 3280
1ZO 6100 A16 6100 1593 | 3790 | 3100 400 3750
1ZO 8100 A16 8100 1593 | 4790 = 4100 400 4700
1ZO 10100 A16 10100 1593 | 5790 = 5100 400 5670
1ZO 5000 A18 5000 1752 | 2800 = 2100 400 2970
1ZO 6200 A18 6200 1752 | 3300 = 2600 400 3410
1ZO 7450 A18 7450 1752 | 3800 = 3100 400 3840
1ZO 9850 A18 9850 1752 | 4800 = 4100 400 4790
i ﬁ 1ZO 12200 A18 12200 1752 | 5800 = 5100 400 5740
i — . 1ZO 6000 A20 6000 1911 | 2910 = 2100 500 2980
' L \ 1ZO 7450 A20 7450 1911 3410 | 2600 500 3420
¢ Letina 1ZO 8850 A20 8850 1911 | 3910 = 3100 500 3880
1ZO 11700 A20 11700 1911 | 4910 = 4100 500 4820
@ o 1ZO 14600 A20 14600 1911 | 5910 = 5100 500 5780
1ZO 8750 A22 8750 2071 | 3420 | 2600 500 3600
yau: 1ZO 10400 A22 10400 2071 | 3920 | 3100 500 4030
L/ E% — 1ZO 13800 A22 13800 2071 | 4920 | 4100 500 4930
T W @ @ T 1ZO 17100 A22 17100 2071 | 5920 | 5100 500 5880
1ZO 20500 A22 20500 2071 | 6920 = 6100 500 6840
1ZO 10200 A23 10200 2230 | 3430 | 2600 500 3660
1ZO 12200 A23 12200 2230 | 3930 | 3100 500 3810
1ZO 16100 A23 16100 2230 | 4930 = 4100 500 4990
! @& 1ZO 20000 A23 20000 2230 | 5930 = 5100 500 5920
i \ 1ZO 23900 A23 23900 2230 | 6930 = 6100 500 6870
N 1ZO 15300 A26 15300 2501 | 3950 | 3000 500 4310
1 T 1ZO 20200 A26 20200 2501 | 4950 = 4100 500 5170
! - 1ZO 25100 A26 25100 2501 = 5950 | 5100 500 6070
1ZO 30000 A26 30000 2501 = 6950 | 6100 500 7000
1ZO 34900 A26 34900 2501 | 7950 | 7100 500 7950
1ZO 39800 A26 39800 2501 | 8950 | 8100 500 8910

Sve ostale dimenzije prema dogovoru!
All other dimension by request!
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OSNOVNA OPREMA

gornja vrata @200 mm

podnica konusna

zatvorene noge

izolacija 60mm PUR pjena

vrenjaca DN50

tipska plocica s karticom

oslonac za ljestve

nivokaz @16 mm, skalirani, otvoreni
demontazna cijev za nivokaz

termometar analogni

probna pipa DN15

vrata donja ovalna LCL

Cahura za temperaturnu sondu + spojnica PG9
dupli plast za hladenje 1,0 m2/1.000 lit
ventil kuglasti DIN DN32 na Cistom ispustu
ventil kuglasti DIN DN32 na totalnom ispustu
materijal AISI304/BA (W.Nr.1.4301/II1d)
kruzno polirano

DODATNA OPREMA

debljina izolacije veéa od 60mm

¢ep DN50 s fan&i¢om

vrata gornja @300 mm i veca

termometar digitalni

termometar digitalni sa upravijanjem
nivokaz skalirani, zatvoreni

druga velicina i/ili oblik donjih vratiju
ventili (kuglasti/leptir) garola, WG, macon, GAS
noge podesive

kosi prikijucak za ubodnu mjesalicu
dekanter

drugi oblik podnice

duplikator za grijanje

prikijucak za inertni plin

Cepovi za ventile

materijal AISI316L/BA (W.Nr.1.4404/111d)
brusena povrsina plasta (schotch brite)
povrsina plasta visoko polirana

TIPOVI KAPA

konusna ekscentricna . conical off-centered
konusna centri¢na é conical centered

TIPOVI PODNICA

Tp—
——

konusna ekscentri¢na
(od @797 do @1752)

konusna centricna
(od @1911)

podnica centralna
kut 45°

oo J@etina-inox@letina.com coo

BASIC EQUIPMENT

manhole cover @200 mm

conical bottom

closed /egs

isolation - 60mm of polyurethane foam
relief valve DN50

type plate with note card

ladder support

level indicator @16 with scale, open mode/
dismountable pipe for level indicator
thermometer analog

sampling valve DN15

manway door oval, LCL mode/

shell for thermometer sonde with PG9 fitting
cooling jacket - 1,0 m2/1.000 lit

ball valve DIN DN32 on clean discharge
ball valve DIN DN32 on total discharge
material AISI304/BA (W.Nr.1.4301/II1d)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

insulation bigger than 60mm

cap with chain DIN DN50

manhole cover @300 or bigger
thermometer digital

thermometer digital with control

level indicator @16 with scale, closed mode/
different size and/or shape of manway door
ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

slope fitting for mixer

decanter

different shape of bottom

heating jacket

fitting for shield gas

caps for valves

material AISI316L/BA (W.Nr.1.4404/111d)
grinding surface of coat (schotch brite)
mirror surface of coat

CAP TYPES

BOTTOM TYPES

conical off-centered
(from @797 to @1752)

conical centered
(from @1911)

centered bottom
angle 45°

1ZO v

izolirani tank

|Z° type

insulated tank

¢ Letina
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. Pzp Tank sa zraénim poklopcem sluZi za fermentaciju i Euvanje bijelih i crvenih vina u raznim nivoima popunjenosti tanka
tip Robustan poklopac sa zracnicom i vrenjacom omogucéava fermentaciju i cuvanje vina
tank sa Posebno pojacan rub znatno doprinosi cvrstoéi spremnika Koristenjem galgi olaksano je podizanje i spustanje poklopca,
zra&nim poklopcem a pomocu pumpe ucvrséene na nogu pumpanje zracnice je jednostavnije

The robust cap with air tube and relief valve enables the fermentation and the storage
. The extra reinforced edge of the tank contributes to the tank’s firmness By using a lifting arm, the cap can easily be
tank with moved up and down and the pump attached on a leg will help to pump up easier the air tube

ailr cap

The tank with air cap is used for fermentation and storage of white and red wine in any filled level
tyve PZP

. Volumen/ (%] H1 H2 H
Tip/Type .

Volume (lit)  (mm) (mm) (mm) (mm)

PZP 320 A6 320 638 1000 300 1300*
PZP 400 A6 400 638 1250 300 1550*
PZP 480 A6 480 638 1500 300 1800*
PZP 420 A7 420 731 1000 300 1300*
PZP 530 A7 530 731 1250 300 1550*
PZP 630 A7 630 731 1500 300 1800*
PZP 500 A8 500 797 1000 300 1300*
PZP 630 A8 630 797 1250 300 1550*
PZP 750 A8 750 797 1500 300 1800*
PZP 900 A10 900 956 1250 300 1550*
PZP 1100 A10 1100 956 1500 300 2150
PZP 1400 A10 1400 956 2000 300 2650
PZP 1200 A11 1200 1116 1250 300 1550
PZP 1500 A1l 1500 1116 1500 300 2200
PZP 2000 A11 2000 1116 2000 300 2700
PZP 1900 A13 1900 1275 1500 400 2350
PZP 2500 A13 2500 1275 2000 400 2850
PZP 3200 A13 3200 1275 2500 400 3350
PZP 2300 A14 2300 1402 1500 400 2350
PZP 3100 Al4 3100 1402 2000 400 2850
PZP 3900 A14 3900 1402 2500 400 3350
PZP 4000 A16 4000 1593 2000 400 2900
PZP 5000 A16 5000 1593 2500 400 3400
PZP 6000 A16 6000 1593 3000 400 3900
PZP 4900 A18 4900 1752 2000 400 2950
PZP 6100 A18 6100 1752 2500 400 3450
PZP 7300 A18 7300 1752 3000 400 3950
PZP 7300 A19 7300 1911 2500 500 3600
PZP 8700 A19 8700 1911 3000 500 4100
PZP 11600 A19 11600 1911 4000 500 5100
PZP 8600 A21 8600 2071 2500 500 3600
PZP 10200 A21 10200 2071 3000 500 4100
PZP 13600 A21 13600 2071 4000 500 5100
PZP 11900 A22 11900 2230 3000 500 3500*
PZP 15800 A22 15800 2230 4000 500 4500%
PZP 19700 A22 19700 2230 5000 500 5500*
PZP 15000 A25 15000 2501 3000 500 3500*
PZP 19900 A25 19900 2501 4000 500 4500*
PZP 24800 A25 24800 2501 5000 500 5500*

* bez galgi / * without lifting arm

Sve ostale dimenzije prema dogovoru!
All other dimension by request!
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OSNOVNA OPREMA

podnica konusna

zracni pokiopac sa zracnicom i pumpom
noge otvorene

vrenja¢a DN50

tipska plocCica s karticom

osfonac za [jestve

nivokaz @16 mm, skalirani, otvoreni
demontazna cijev za nivokaz

galge za zracni poklopac

termometar analogni

probna pipa DN15

vrata donja ovalna LCL

Cahura za temperaturnu sondu + spojnica PG9
dupli plast za hladenje 0,5 m2/1.000 lit
ventil kuglasti DIN DN32 na Cistom ispustu
venti/ kuglasti DIN DN32 na tota/nom ispustu
materijal AISI304/BA (W.Nr.1.4301/11Id)
kruzno polirano

DODATNA OPREMA

Cep DN50 s lanci¢om

termometar digitalni

termometar digitaini sa upravijanjem

druga velicina i/ili oblik donjih vratiju

ventili (kuglasti/leptir) garola, WG, macon, GAS
noge podesive

noge zatvorene

vitlo

kosi prikljucak za ubodnu mjesalicu

dekanter

drugi oblik podnice

duplikator za grijanje

dupli plast za hladenje veéi od 0,5 m2/1.000 lit
Cepovi za ventile

materijal AISI316L/BA (W.Nr.1.4404/111d)
brusena povrsina plasta (schotch brite)
povrsina plasta visoko polirana

poljevac na zracnom poklopcu

demontaZno sito po plastu

TIPOVI PODNICA

BASIC EQUIPMENT

conical bottom

air cover with air tube and pump

open legs

relief valve DN50

type plate with note card

ladder support

level indicator @16 with scale, open model
dismountable pipe for level indicator
lifting arm for air cover

thermometer analog

sampling valve DN15

manway door oval, LCL model

shell for thermometer sonde with PG9 fitting
cooling jacket - 0,5 m2/1000 lit

ball valve DIN DN32 on clean discharge
ball valve DIN DN32 on tota/ discharge
material AISI304/BA (W.Nr.1.4301/111d)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

cap with chain DIN DN50

thermometer digital

thermometer digital with contro/

different size and/or shape of manway door
bal/l and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

closed legs

winch

slope fitting for mixer

decanter

different shape of bottom

heating jacket

cooling jacket bigger than 0,5 m2/1.000 /it
caps for valves

material AISI316L/BA (W.Nr.1.4404/111d)
grinding surface of coat (schotch brite)
mirror surface of coat

sprinkler on air cap

dismountable griddle on coat

BOTTOM TYPES

konusna ekscentricna conical off-centered
(od @797 do @1752) (from @797 to @1752)
konusna centricna conical centered
(od @1911) (from @1911)
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Tank sa zracnim poklopcem i kosim dnom sjuZi za fermentaciju i cuvanje bijelih i crvenih vina u raznim nivoima
'hp popunjenosti tanka. Robustan pokilopac sa zracnicom i vrenjatom omogucava fermentaciju i ¢uvanje vina a posebno
tank sa zra¢nim pojacan rub znatno doprinosi Evrstoci spremnika. Koso dno i velika kvadratna vrata omogucuju lako praZnjenje tanka.

poklopcem i kosim

Pomocu galgi olaksano je podizanje i spustanje poklopca. Pomocu pumpe ulvrséene na nogu olaksano je pumpanje zracnice.

The tank with air cap and slope bottom is used for fermentation and storage of white and red wine in any filled level.
type PZPK The robust cap with air tube and relief valve enables the fermentation and the storage.
. . The s/ope bottom and the big square door ensure an easy discharge of the tank.
tank with air cap By using a lifting arm, the cap can easily be moved up and down and the pump attached on a leg
and slope bottom will help to pump up easier the air tube.

Tio/Type Volumen/ (%]
prTYP Volume (lit)  (mm)
PZPK 320 A6 320 638 1000 300 1300*
PZPK 400 A6 400 638 1250 300 1550
PZPK 480 A6 480 638 1500 300 1800*
PZPK 420 A7 420 731 1000 300 1300
PZPK 530 A7 530 731 1250 300 1550*
PZPK 630 A7 630 731 1500 300 1800*
PZPK 500 A8 500 797 1000 300 1300*
PZPK 630 A8 630 797 1250 300 1550*
PZPK 750 A8 750 797 1500 300 1800*
PZPK 900 A10 900 956 1250 300 1550
PZPK 1100 A10 1100 956 1500 300 2150
PZPK 1400 A10 1400 956 2000 300 2650
PZPK 1200 A11 1200 1116 1250 300 1550
PZPK 1500 A11 1500 1116 1500 300 2200
PZPK 2000 A11 2000 1116 2000 300 2700
PZPK 1900 A13 1900 1275 1500 400 2350
PZPK 2500 A13 2500 1275 2000 400 2850
PZPK 3200 A13 3200 1275 2500 400 3350
PZPK 2300 A14 2300 1402 1500 400 2350
PZPK 3100 A14 3100 1402 2000 400 2850
PZPK 3900 A14 3900 1402 2500 400 3350
PZPK 4000 A16 4000 1593 2000 400 2900
PZPK 5000 A16 5000 1593 2500 400 3400
PZPK 6000 A16 6000 1593 3000 400 3900
PZPK 4900 A18 4900 1752 2000 400 2950
PZPK 6100 A18 6100 1752 2500 400 3450
PZPK 7300 A18 7300 1752 3000 400 3950
PZPK 7300 A19 7300 1911 2500 500 3600
PZPK 8700 A19 8700 1911 3000 500 4100
PZPK 11600 A19 11600 1911 4000 500 5100
PZPK 8600 A21 8600 2071 2500 500 3600
PZPK 10200 A21 10200 2071 3000 500 4100
PZPK 13600 A21 13600 2071 4000 500 5100
PZPK 11900 A22 11900 2230 3000 500 3500*
PZPK 15800 A22 15800 2230 4000 500 4500*
PZPK 19700 A22 19700 2230 5000 500 5500*
PZPK 15000 A25 15000 2501 3000 500 3500*
PZPK 19900 A25 19900 2501 4000 500 4500*
PZPK 24800 A25 24800 2501 5000 500 5500*
* bez galgi / * without lifting arm
Sve ostale dimenzije prema dogovoru!
All other dimension by request!
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OSNOVNA OPREMA  BASIC EQUIPMENT PZPK‘ID

podnica ravna s nagibom 5% flat bottom with elevation 5% tank sa zracnim
zracni poklopac sa zracnicom i pumpom air cover with air tube and pump poklopcem i kosim
noge otvorene closed legs dnom
vrenjaca DN50 relief valve DN50

tipska ploCica s karticom type plate with note card
oslonac za [jestve ladder support PZPK type
nivokaz @16 mm, skalirani, otvoreni level indicator @16 with scale, open model " .
demontazna cijev za nivokaz dismountable pipe for level indicator tank with air cap
galge za zracni pokiopac Jifting arm for air cover and slope bottom
termometar analogni thermometer analog

probna pipa DN15 sampling valve DN15
vrata donja kvadratna manway door oval, square mode/
Cahura za temperaturnu sondu + spojnica PG9 shell for thermometer sonde with PG9 fitting
dupli plast za hladenje 0,5 m2/1.000 lit cooling jacket - 0,5 m2/1.000 it
ventil kuglasti DIN DN32 na Cistom ispustu ball valve DIN DN32 on clean discharge
venti/ kuglasti DIN DN32 na tota/nom ispustu ball valve DIN DN32 on total discharge
materijal AISI304/BA (W.Nr.1.4301/I11d) material AISI304/BA (W.Nr.1.4301/II1d)

kruzno polirano polished with rotated overlapping pads

DODATNA OPREMA ADDITIONAL EQUIPMENT
¢ep DN50 s lancicom cap with chain DIN DN50
termometar digita/ni thermometer digital
termometar digitalni sa upravijanjem thermometer digital with control
druga velicina i/ili oblik donjih vratiju different size and/or shape of manway door
ventili (kuglasti/leptir) garola, WG, macon, GAS ball and butterfly valves - garolla, WG, Macon, GAS
noge podesive adjustable legs
noge zatvorene closed legs
vitio winch
kosi prikijucak za ubodnu mjesalicu slope fitting for mixer
dekanter decanter
drugi oblik podnice different shape of bottom
duplikator za grijanje heating jacket
elektri¢ni grija s koritom na podnici electric heater with bath on bottom
dupli plast za hiadenje veli od 0,5 m2/1.000 it cooling jacket bigger than 0,5 m2/1.000 lit
Cepovi za ventile caps for valves
materijal AISI316L/BA (W.Nr.1.4404/111d) material AISI316L/BA (W.Nr.1.4404/111d)
brusena povrsina plasta (schotch brite) grinding surface of coat (schotch brite)
povrsina plasta visoko polirana mirror surface of coat
poljevac na zranom poklopcu sprinkler on air cap
sito po plastu griddle on coat

TIPOVI PODNICA BOTTOM TYPES
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Vinifikator se koristi za vinifikaciju crnog i bijelog groZda, te fermentaciju i cuvanje vina.

tip VIK Ugradeno sito ispred ventila omogucuje ispustanje Ciste tekucine. Rotacioni poljevac efikasno natapa cijelu povrsinu
vinifikator masulja u spremniku. Cijevl poljevaca omoguégva jednostavan prikljyéak pumpe.

Veliki totalni ispust omogucava punjenje i praZnjenje masuija pomocu pumpe.

The built-in griddle on the coat separates the solid substance from the liquid.

. . The spinning sprinkier efficiently wets the whole surface of grapes in the tank.
wineficator The sprinkler’s pipe ensures an easy connection to the pump.

The large valve on the total discharge ensures a charge and discharge of mash by pump.

The wineficator is used for winefication of red and white grape and for the fermentation and the storage of wine.
tyre VIK

: Volumen/ 2 H1 H2 H D
Tip/Type .

Volume (lit) (mm) (mm) (mm) (mm) (mm)

VIK 2300 A14 2300 1402 1500 500 2330 2350
VIK 3100 A14 3100 1402 2000 500 2820 2850
VIK 3800 A14 3800 1402 2500 500 3330 3250
VIK 4000 A16 4000 1593 2000 500 2840 2850
VIK 5000 A16 5000 1593 2500 500 3340 3300
VIK 5900 A16 5900 1593 3000 500 3840 3800
VIK 4900 A18 4900 1752 2000 500 2850 2900
VIK 6100 A18 6100 1752 2500 500 3350 I 3350
VIK 7300 A18 7300 1752 3000 500 3850 3850
VIK 8500 A21 8500 2071 2500 500 3370 | 3500
VIK 10200 A21 10200 2071 3000 500 3870 | 3950
VIK 13500 A21 13500 2071 4000 500 4870 | 4850
VIK 11700 A22 11700 2230 3000 500 3880 i 4000
VIK 12700 A22 12700 2230 3250 500 4130 | 4200
VIK 15700 A22 15700 2230 4000 500 4880 | 4900
VIK 13450 A24 13450 2389 3000 500 3900 4050
VIK 15800 A24 15800 2389 3250 500 4400 | 4250
VIK 18100 A24 18100 2389 4000 500 4900 ’ 4950
VIK 14800 A25 14800 2501 3000 500 3900 | 4100
VIK 17300 A25 17300 2501 3500 500 4400 4550
VIK 19700 A25 19700 2501 4000 500 4900 { 5000
VIK 24600 A25 24600 2501 5000 500 5900 5450
VIK 17300 A27 17300 2708 3000 500 3920 | 4150
VIK 20300 A27 20300 2708 3500 500 4420 4600
VIK 23400 A27 23400 2708 4000 500 4920 5050
VIK 29100 A27 29100 2708 5000 500 5920 5950

Sve ostale dimenzije prema dogovoru!
All other dimension by request!

oo l@etina-inox@letina.com -cs oo WWW.letina.com ces




e |

OSNOVNA OPREMA

gornja vrata @400 mm

podnica ravna s nagibom 5%

noge zatvorene

vrenjaca DN50

tipska plocica s karticom

oslonac za ljestve

nivokaz @16 mm, skalirani, otvoreni
demontazna cijev za nivokaz

termometar analogni

probna pipa DN15

vrata donja kvadratna Z1500

Cahura za temperaturnu sondu + spojnica PG9
dupli plast za hladenje 1,0 m2/1.000 lit
ventil kuglasti DIN DN32 na &istom ispustu
venti/ kuglasti DIN DN65 na totalnom ispustu
poljevac HELI

cijev poljevaca s prikiju¢kom DIN DN32
demontazno sito po plastu

materijal AISI304/BA (W.Nr.1.4301/II1d)
kruzno polirano

DODATNA OPREMA

¢ep DN50 s lanci¢om

termometar digita/ni

termometar digitalni sa upravijanjem
druga velicina i/ili oblik donjih vratiju
ventili (kuglasti/leptir) garola, WG, macon, GAS
noge podesive

kosi prikljucak za ubodnu mjesalicu
dekanter

duplikator za grijanje

elektrini grijac s koritom na podnici

dupli plast za hladenje veéi od 1 m2/1.000 lit
prikljucak za inertni plin

cepovi za ventile

materijal AISI316L/BA (W.Nr.1.4404/1I1d)
brusena povrsina plasta (schotch brite)
povrsina plasta visoko polirana

pumpa za poljevanje na tanku

AIR PULS (automatski ili samo prikijucci)
upravijanje hladenjem, grijanjem, pumpom
podnice spoon, drugi nagib, bombirane
demontazno sito na podnici

izbacivanje komine

TIPOVI KAPA

BASIC EQUIPMENT

manhole cover @400 mm

flat bottom with elevation 5%

closed legs

relief valve DN50

type plate with note card

ladder support

level indicator @16 with scale, open mode!
dismountable pipe for level indicator
thermometer analog

sampling valve DN15

manway door oval, square mode/

shell for thermometer sonde with PG9 fitting
cooling jacket - 1,0 m2/1000 lit

ball valve DIN DN32 on clean discharge
ball valve DIN DN65 on total discharge
sprinkler HELI

pipe for sprinkier with DIN DN32 fitting
dismountable griddie on coat

material AISI304/BA (W.Nr.1.4301/II1d)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

cap with chain DIN DN50

thermometer digital

thermometer digital with control

different size and/or shape of manway door

ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

slope fitting for mixer

decanter

heating jacket

electric heater with bath on bottom

cooling jacket bigger than 1 m2/1.000 lit

fitting for shield gas

caps for valves

material AISI316L/BA (W.Nr.1.4404/111d)

grinding surface of coat (schotch brite)

mirror surface of coat

pump for sprinkling

AIR PULS system (automatic or just fittings)
electronic control for cooling, heating and for pump
spoon bottom, different elevation, rounded bottom
dismountable griddie on bottom

dump of pomace

CAP TYPES

konusna ekscentricna . conical off-centered
konusna centric¢na é conical centered

TIPOVI PODNICA

ravna sa nagibom

bombirana

ooo l@tina-inox@letina.com coo

podnica u obliku Zlice r spoon bottom

BOTTOM TYPES

flat with slope

rounded

VIK tip

vinifikator

VIK type

wineficator
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. VIP Vinifikator romat s ugradenim pneumatskim zakretnim potiskivacem koristi se za vinifikaciju crnog i bijelog groZda.
tip MoZe se koristiti i za fermentaciju i cuvanje vina. Upravijanje potiskivanjem, pumpom i temperaturom moguce je
vinificator romat individualino programirati. Trokraki potiskiva¢ ima ugraden posebni mehanizam koji ga kod svakog potiska zakrene za 20°.
Velika kvadratna vrata i koso postavijena podnica omogucavaju lako i brzo praZznjenje tanka.

The wineficator romat with a pneumatic cylinder with suppressor is used for the winefication of
type VIP red and white wine grapes. It can also be used for the fermentation and the storage of wine.

. " An individual programming is possible for the suppressor control, the pump and the temperature.
wineficator romat The suppressor with three blades has a special mechanism which rotates the suppressor for 20° on each press.
The big square door and the flat bottom with a slope of 5% ensure an easy discharge of the tank.

- Volumen/ (7] H1 H2 H3 H
Tip/Type .

Volume (lit) (mm) (mm) (mm) (mm) (mm)

VIP 2400 A14 2400 1402 1500 500 1000 3100
VIP 3200 A14 3200 1402 2000 500 1000 3600
VIP 4000 A14 4000 1402 2500 500 1200 4300
VIP 4200 A16 4200 1593 2000 500 1000 3600
VIP 5200 A16 5200 1593 2500 500 1200 4300
VIP 6200 A16 6200 1593 3000 500 1200 4800
VIP 5100 A18 5100 1752 2000 500 1000 3600
VIP 6300 A18 6300 1752 2500 500 1200 4300
VIP 7500 A18 7500 1752 3000 500 1200 4800
VIP 8900 A21 8900 2071 2500 500 1200 4450
VIP 10500 A21 10500 2071 3000 500 1200 4950
VIP 13900 A21 13900 2071 4000 500 1700 6450
VIP 12300 A22 12300 2230 3000 500 1200 4950
VIP 13300 A22 13300 2230 3250 500 1700 5700
VIP 16200 A22 16200 2230 4000 500 1700 6450
VIP 14100 A24 14100 2389 3000 500 1200 4950
VIP 16400 A24 16400 2389 3250 500 1700 5700
VIP 18600 A24 18600 2389 4000 500 1700 6450
VIP 15500 A25 15500 2501 3000 500 1200 4950
VIP 18000 A25 18000 2501 3500 500 1700 5950
VIP 20400 A25 20400 2501 4000 500 1700 6450
VIP 25300 A25 25300 2501 5000 500 2200 7950
VIP 18300 A27 18300 2708 3000 500 1200 5000
VIP 21200 A27 21200 2708 3500 500 1700 6000
VIP 24000 A27 24000 2708 4000 500 1700 6500
VIP 29800 A27 29800 2708 5000 500 2200 8000

Sve ostale dimenzije prema dogovoru!
All other dimension by request!
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OSNOVNA OPREMA

gornja vrata @400 mm

podnica ravna s nagibom 5%

noge zatvorene

pneumatski cilindar s pritiskacem
automatika za cilindar

vrenjaca DN50

tipska plocica s karticom

oslonac za ljestve

nivokaz @16 mm, skalirani, otvoreni
demontazna cijev za nivokaz

termometar analogni

probna pipa DN15

vrata donja kvadratna Z1500

Cahura za temperaturnu sondu + spojnica PG9
dupli plast za hladenje 1,0 m2/1.000 lit
ventil kuglasti DIN DN32 na Cistom ispustu
ventil kuglasti DIN DN65na totalnom ispustu
poljevac HELI

cijev poljevaca s prikljuckom DIN DN32
demontaZzno sito po plastu

materijal AISI304/BA (W.Nr.1.4301/III1d)
kruzno polirano

DODATNA OPREMA

termometar digitalni

termometar digitalni sa upravijanjem

druga velicina i/ili oblik donjih vratiju
ventili (kuglastifleptir) garola, WG, macon, GAS
noge podesive

kosi priklju¢ak za ubodnu mjesalicu
dekanter

duplikator za grijanje

elektri¢ni grija s koritom na podnici

donja ovalna vrata na pantu

dupli plast za hladenje veéi od 1,0 m2/1.000 lit
prikljucak za inertni plin

cepovi za ventile

materijal AISI316L/BA (W.Nr.1.4404/111d)
brusena povrsina plasta (schotch brite)
povrsina plasta visoko polirana

pumpa za poljevanje na tanku

AIR PULS (automatski ili samo prikijucci)
upravijanje hiadenjem, grijanjem, pumpom
podnice spoon, drugi nagib, bombirane
demontazno sito na podnici

izbacivanje komine

TIPOVI KAPA

BASIC EQUIPMENT

manhole cover @400 mm

flat bottom with elevation 5%

closed /egs

pneumatic cylinder with suppressor
automatic control for cylinder

relief valve DN50

type plate with note card

Jadder support

Jevel indicator @16 with scale, open mode/
dismountable pipe for level indicator
thermometer analog

sampling valve DN15

manway door oval, square mode/

shell for thermometer sonde with PG9 fitting
cooling jacket 1,0 m2/1000 lit

ball valve DIN DN32 on clean discharge
ball valve DIN DN65 on total discharge
sprinkler HELT

pipe for sprinkler with DIN DN32 fitting
dismountable griddfe on coat

material AISI304/BA (W.Nr.1.4301/I1Id)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

thermometer digital

thermometer digital with control

different size and/or shape of manway door

ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

slope fitting for mixer

decanter

heating jacket

electric heater with bath on bottom

manway door on hinge

cooling jacket bigger than 1,0 m2/1.000 lit

fitting for shield gas

caps for valves

material AISI316L/BA (W.Nr.1.4404/111d)

grinding surface of coat (schotch brite)

mirror surface of coat

pump for sprinkling

AIR PULS system (automatic or just fittings)
electronic control for cooling, heating and for pump
spoon bottom, different elevation, rounded bottom
dismountable griddie on bottom

dump of pomace

CAP TYPES

bombirana 9 rounded

TIPOVI PODNICA

ravna sa nagibom

bombirana

BOTTOM TYPES

flat with slope

rounded

VIP..

ikator romat

VIP type

wineficator romat

podnica u obliku Zlice V spoon bottom
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VIN Vinifikator vinimatik predstavija horizontalnu izvedbu tanka za maceraciju bijelog i fermentaciju crnog groZzda
tip Brzina, vremenski intervali mijeSanja i stajanja, praZnjenje i ostale funkcije elektronicki se upravijaju
vinifikator Posebno konstruiravni sistem mijesanja osigurava vrlo njezno ali efikasno povremeno mijes"avnje sadrZaja,
vinimatik te automatsko praznjenje masulja iz tanka Pogonski motoreduktor omogucava lagano mijeSanje podesivom brzinom
od 0 do 10 o/min, u lijevom i desnom smjeru naizmjenic¢no
type VIN The wineficator winematic is the horizontal construction of a tank for maceration of white and fermentation of red grapes
. . The speed control, the mixing time interval and time-out, discharge and other functions are electronically controlled
wineficator The specially constructed mixing system ensures a slight but efficient mixing and also an automatic discharge of the tank
winematic The geared motor ensures a slight mixing with adjustable speed of 0 to 10 turns per minute in both directions

. Volumen/
Tip/Type Volume (lit)
VIN 3200 AL4 3200 1402 | 2000 | 2630 | 1950
VIN 4000 A4 4000 1402 | 2500 | 3130 | 1950
VIN 4100 AL6 4100 1504 | 2000 | 2640 | 2350
VIN 5100 A6 5100 1504 | 2500 | 3140 | 2350
VIN 5000 A8 5000 1753 | 2000 @ 2650 | 2450
VIN 6200 AL8 6200 1753 | 2500 | 3150 | 2450
VIN 7400 AL8 7400 1753 | 3000 | 3650 | 2450
VIN 7500 AL9 7500 1912 | 2500 3160 | 2650
VIN 8900 AL9 8900 1912 | 3000 = 3660 | 2650
VIN 10500 A21 10500 2072 | 3000 | 3670 | 2800
VIN 13800 A21 13800 2072 4000 | 4670 | 2800
VIN 12200 A22 12200 2231 3000 @ 3680 | 3000
VIN 16100 A22 16100 2231 4000 | 4680 | 3000
VIN 15400 A25 15400 2502 | 3000 | 3700 | 3300
VIN 20300 A25 20300 2502 | 4000 | 4700 | 3300

Sve ostale dimenzije prema dogovoru!
All other dimension by request!
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OSNOVNA OPREMA

gornja vrata @400 mm, 2 kom

vrenja¢a DN50, 2 kom

noge zatvorene

noge podesive

automatika za hladenje, grijanje i mijeSanje
elektri¢ni grijac s koritom na podnici

pumpa za grijanje

tipska plocCica s karticom

termometar analogni

probna pipa DN15

vrata donja kvadratna

vrata ovalna reviziona

C¢ahura za temperaturnu sondu + spojnica PG9
dupli plast za hladenje - 1,0 m2/1.000 lit
ventil kuglasti DIN DN32 na Cistom ispustu
venti/ kuglasti DIN DN65 na totalnom ispustu
materijal AISI304/BA (W.Nr.1.4301/I11d)
kruzZno polirano

DODATNA OPREMA

termometar digitalni

ventili (kuglasti/ieptir) garola, WG, macon, GAS
prikljucak za inertni plin

Cepovi za ventile

demontazno sito

poljevac

nivokaz @16 mm, skalirani, otvoreni
nivokaz @16 mm, skalirani, zatvoreni
materijal AISI316L/BA (W.Nr.1.4404/111d)
brusena povrsina plasta (schotch brite)
povrsina plasta visoko polirana

izolacija - poliuretanska pjena
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BASIC EQUIPMENT

manhole cover @400 mm, 2 pcs

relief valve DN50, 2 pcs

closed legs

adjustable legs

electronic contro/ for cooling, heating and mixing
electric heater with bath on bottom

pump for heating

type plate with note card

thermometer analog

sampling valve DN15

manway door oval, square model

manway door oval, revision

shell for thermometer sonde with PG9 fitting
cooling jacket - 1,0 m2/1000 lit

ball valve DIN DN32 on clean discharge

ball valve DIN DN65 on total discharge
material AISI304/BA (W.Nr.1.4301/II1d)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

thermometer digital

ball and butterfly valves - garolla, WG, Macon, GAS
fitting for shield gas

caps for valves

dismountable griddile

sprinkler

level indicator @16 with scale, open mode/
level indicator @16 with scale, closed mode/
material AISI316L/BA (W.Nr.1.4404/111d)
grinding surface of coat (schotch brite)
mirror surface of coat

isolation - polyurethane foam

VIN type

wineficator
winematic
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Drveni vinifikator romat s ugradenim pneumatskim zakretnim potiskivatem posebni je tank za fermentaciju i cuvanje
crnog i bijelog groZda. Drveni plast od kvalitetne hrastovine, debljine 4 cm, ima povoljan utjecaj kod fermentacije i

tip VIPD

drveni Cuvanja vina, a velika je prednost sto se nakon izvjesnog vremena, kad drvo izgubi povoljna svojstva, mozZe zamijeniti.
vinificator romat

Brzina, vremenski intervali mijeSanja i stajanja, praznjenje i ostale funkcijame elektronicki su upravijane.

The wooden wineficator romat with a pneumatic cylinder with suppressor is a special tank version for fermentation of
red and white grape and the storage of wine. The thickness of the wooden is 4 cm. The wooden coat is made of

high quality oak tree and has a favorable impact during the fermentation and the storage of wine.

The big advantage is that, after some time when the wood has lost its characteristics, this wooden coat can be

easily changed. Speed, the mixing time interval and time-out, discharge and other functions are electronically controlled.

e VIPD

wooden
wineficator romat

VIPD 10500 A16 10500
VIPD 12000 A16 12000

e
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OSNOVNA OPREMA

gornja vrata @400 mm

podnica ravna s nagibom 5%

drveni plast (hrast)

noge zatvorene

pneumatski cilindar s pritiskacem
automatika za cilindar

vrenjata DN50

tipska plocica s karticom

oslonac za ljestve

nivokaz @16 mm, skalirani, otvoreni
demontazna cijev za nivokaz

termometar analogni

probna pipa DN15

vrata donja kvadratna

Cahura za temperaturnu sondu + muf Pg9
termoblok cca 0,5 m2/1000 lit

ventil kuglasti DIN DN32 na Cistom ispustu
venti/ kuglasti DIN DN65 na totalnom ispustu
poljeva¢ HELI

cijev poljevaca s prikiju¢kom DN32 DIN
demontazno sito po plastu

materijal AISI304/BA (W.Nr.1.4301/II1d)
kruzno polirano

DODATNA OPREMA

termometar digitalni

druga velicina i/ili oblik donjih vratiju
ventili (kuglasti/leptir) garola, WG, macon, GAS
noge podesive

kosi prikljucak za ubodnu mjesalicu
dekanter

elektri¢ni grijac s koritom na podnici
termoblok veci od 0,5 m2/1000 lit
prikljucak za inertni plin

cepovi za ventile

materijal AISI316L/BA (W.Nr.1.4404/111d)
pumpa za poljevanje na tanku

AIR PULS (automatski ili samo prikljucci)
upravijanje hiadenjem, grijanjem, pumpom
podnice spoon, drugi nagib, bombirane
demontazno sito na podnici

izbacivanje komine

1492 2000 500 4000
1634 2200 500 4300
2160 2200 500 4500
2320 2500 500 5000
2479 2500 500 5000

. Volumen/
Tip/Type Volume (lit)
VIPD 3100 A14 3100
VIPD 4800 A14 4800
VIPD 7300 A14 7300

Sve ostale dimenzije prema dogovoru!
All other dimension by request!

BASIC EQUIPMENT

manhole cover @400 mm

flat bottom with elevation 5%

wooden coat (oak tree)

closed legs

pneumatic cylinder with suppressor
automatic control for cylinder

relief valve DN50

type plate with note card

ladder support

level indicator @16 with scale, open mode/
dismountable pipe for level indicator
thermometer analog

sampling valve DN15

manway door oval, square model

shell for thermometer sonde with PG9 fitting
thermoblock 0,5 m2/1000 lit

ball valve DIN DN32 on clean discharge
ball valve DIN DN65 on total discharge
sprinkier HELI

pipe for sprinkler with DIN DN32 fitting
dismountable griddie on coat

material AISI304/BA (W.Nr.1.4301/1IId)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

thermometer digital

different size and/or shape of manway door

ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

slope fitting for mixer

decanter

electric heater with bath on bottom

thermoblock bigger than 0,5 m2/1.000 /it

fitting for shield gas

caps for valves

material AISI316L/BA (W.Nr.1.4404/111d)

pump for sprinkling

AIR PULS system (automatic or just fittings)
electronic contro/ for cooling, heating and for pump
spoon bottom, different elevation, rounded bottom
dismountablegriddie on bottom

dump of pomace
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Tip/Type

Tank za prijevoz vilicarom omogucuje jednostavnu manipulaciju koristenjem vilicara. Pv A
U standardnoj izvedbi dolazi sa zracnim poklopcem, a sluZi za fermentaciju i Cuvanje vina i ostalih prehrambenih tekucina. tl‘.’.
Postolje s utorima za prijevoz tanka vilicarom izradeno je od kvalitetnih materijala velikih debljina. tank za prijevoz

viliéarom

The tank for forklift transport ensures an easy movement of a tank by using a forklift.

In standard version this tank is equipped with an air cap and it can be used for the fermentation
and the storage of wine and other alimentary liquids. type
The footage with slots for forklift is made of high quality material with big thickness. tank for forklift

PV 320 A6
PV 400 A6
PV 480 A6

PV 420 A7
PV 530 A7
PV 630 A7

PV 500 A8
PV 600 A8
PV 750 A8

PV 900 A10
PV 1050 A10
PV 1450 A10

PV 1250 A11
PV 1450 A11
PV 1950 A11

PV 1950 A13
PV 2550 A13
PV 3200 A13

PV 2350 A14
PV 3100 A14
PV 3900 A14

PV 4050 A16
PV 5050 A16
PV 6050 A16

PV 4900 A18
PV 6100 A18
PV 7300 A18

Volumen/ (7]
Volume (lit) ()
320 638
400 638
480 638
420 731
530 731
630 731
500 797
630 797
750 797
900 956
1100 956
1400 956
1200 1116
1500 1116
2000 1116
1900 1275
2500 1275
3200 1275
2300 1402
3100 1402
3900 1402
4000 1593
5000 1593
6000 1593
4900 1752
6100 1752
7300 1752

Sve ostale dimenzije prema dogovoru!
All other dimension by request!

OSNOVNA OPREMA

podnica konusna ekscentricna

zracni pokiopac sa zraénicom i pumpom
zatvoreno postolje s utorima za vilicar
vrenjaca DN50
tipska plocica s karticom
probna pipa DN15
ventil kuglasti DIN-DN32 na Cistom ispustu
ventil kuglasti DN32 DIN na totalnom ispustu
materijal AISI304/BA (W.Nr.1.4301/II1d)
kruZno polirano

DODATNA OPREMA

¢ep DN50 s lanci¢om

osfonac

za ljestve

nivokaz @16 mm, otvoreni, skalirani

Cahura za temperaturnu sondu + muf Pg9
dupli plast za hladenje 0,5 m2/1000 lit

dupli plast za hladenje veci od 0,5 m2/1000 lit
termometar analogni
termometar digitalni
termometar digitalni sa upravijanjem

druga velic¢ina.i/ili oblik donjih vratiju

ventili (kuglasti/leptir) garola, WG, macon, GAS

cepovi

za ventile
galge
vitlo

poljevac Heli
kosi prikijucak za ubodnu mjesalicu

dekanter

duplikator za grijanje

materijal AISI316L/BA (W.Nr.1.4404/111d)
brusena povrsina plasta (schotch brite)
povrsina plasta visoko polirana

oo l@tina-inox@letina.com cso

1000 300 1300 1450
1250 300 1550 1700
1500 300 1800 1950

1000 300 1300 1500
1250 300 1550 1750
1500 300 1800 1950

1000 300 1300 1550
1250 300 1550 1750
1500 300 1800 2000

1250 300 1550 1850
1500 300 1800 2050
2000 300 2300 2500

1250 300 1550 1950
1500 300 1800 2150
2000 300 2300 2600

1500 400 1900 2300
2000 400 2400 2750
2500 400 2900 3200

1500 400 1900 2400
2000 400 2400 2800
2500 400 2900 3250

2000 400 2400 2900
2500 400 2900 3350
3000 400 3400 3800

2000 400 2400 3000
2500 400 2900 3400
3000 400 3400 3850

BASIC EQUIPMENT

conical off-centered bottom

air cap with pump and air tube

closed footage with slots for forklift
relief valve DN50

type plate with note card

sampling valve DN15

ball valve DIN DN32 on clean discharge
ball valve DIN DN32 on total discharge
material AISI304/BA (W.Nr.1.4301/II1d)
polished with rotated overlapping pads

ADDITIONAL EQUIPMENT

cap with chain DIN DN50

Jadder support

Jevel indicator @16 with scale, open mode/
shell for thermometer sonde with PG9 fitting
cooling jacket — 0,5 m2/1000 lit

cooling jacket bigger than 0,5 m2/1000 lit
thermometer analog

thermometer digital

thermometer digital with contro/

different size and/or shape of manway door
ball and butterfly valves - garolia, WG, Macon, GAS
caps for valves

Jifting arm for air cap

winch

sprinkler HELI

slope fitting for mixer

decanter

heating jacket

material AISI316L/BA (W.Nr.1.4404/I1Id)
grinding surface of coat (schotch brite)
mirror surface of coat

transport

H1

H2

oo WWW.letina.com ceo
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Visenamjenska mjesalica za upotrebu u podrumarstvu.
ﬁp Otklopna vrata omogucavaju lako punjenje spremnika a pogonski motoreduktor omogucava lagano mijesanje.
tank s mjesalicom Radi efikasnijeg mijesanja ugraden je razbijac toka.

The removable door enables an easy charge and the geared motor enables a slight mixing.

M The multi-purpose mixer is meant for the usage in the wine production.
type For a better mixing efficiency this tank has a buiit-in flow breaker.

mixer tank

ventili - garola, WG, macon, GAS valves - garolla, WG, Macon, GAS
materijal AISI316L/BA (W.Nr.1.4404/111d) material AISI316L/BA (W.Nr.1.4404/111d)
brusena povrsina plasta (schotch brite) grinding surface of coat (schotch brite)
povrsina visoko polirana mirror surface of coat

- Volumen/
TiPfTyPe  \olume (iit)
M 730 A10 730 956 1000 250 1500
M 1000 A11 1000 1116 1000 250 1500
M 1500 A13 1500 1275 1150 250 1700
iy M 2000 A 13 2000 1275 1550 250 2100
I ' M 2500 A14 2500 1402 1600 250 2200
j f: t Sve ostale dimenzije prema dogovoru!
{. t All other dimension by request!
i
L34
4% : 5y OSNOVNA OPREMA BASIC EQUIPMENT
v ; § o0\ podnica konusna ekscentricna conical off-centered bottom
TEEEEN motorreduktor s mjesalom geared motor with mixer
L4 : ' \ razbija¢ toka  flow breaker
" : g N prekiopni poklopac flap cover
A A8, tipska plocica s karticom type plate with note card
O ST kotaci wheels
7t :' ! : 3y ventil kuglasti DIN DN32 na Cistom ispustu ball valve DIN DN32 on clean discharge
SO T H NN ventil kuglasti DIN DN32 na totalnom ispustu ball valve DIN DN32 on total discharge
f y X ¥ : B & o materijal AISI304/BA (W.Nr.1.4301/III1d) material AISI304/BA (W.Nr.1.4301/I11d)
R TN kruzno polirano polished with rotated overlapping pads
£k 1 v
; : i “}l by DODATNA OPREMA ADDITIONAL’EQUIPMENT
794 i h probna pipa DN15 sampling valve DN15
A gAY nivokaz @16 mm, skalirani, otvoreni level indicator @16 with scale, open mode/
L5l Pyt ) termometar analogni thermometer analog
Ly = LI termometar digitalni thermometer digital
datagh Cepovi za ventile caps for valves

=l T A
W=
= ol
i ' [l '
L) f
d[]\ N .
| Il
T - f - T
() Il
| N
| N
| 1
J il

H2
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Tip/Type

T 550 A8
T 650 A8
T 800 A8
T 1050 A8
T 1300 A8
T 1550 A8

T 820 A10
T 1000 A10
T1100 A10
T1180 A10
T 1530 A10
T 1890 A10
T 2250 A10

T 1350 A11
T 1600 A11
T 2100 A11
T 2550 A11
T 3050 A11
T 4000 A11

T2100 A13
T 2750 A13
T 3400 A13
T 4000 A13
T 5250 A13

T 2550 A14
T 3350 A14
T 4100 A14
T 4850 A14
T 6400 A14

T 4350 A16
T 5350 A16
T 6300 A16
T 8300 A16
T 10250 A16

T 5500 A18
T 6700 A18
T 7850 A18
T 10250 A18
T 12600 A18

T 6550 A19
T 7950 A19
T 9350 A19
T 12200 A19
T 15000 A19

T 9400 A21
T 11500 A21
T 14350 A21
T 17650 A21
T 20900 A21

T 10800 A22
T 12700 A22
T 16500 A22
T 20300 A22

T 16100 A25
T 20900 A25

Volumen/
Volume (lit)
550
650
800
1050
1300
1550

820
1000
1100
1180
1530
1890
2250

1350
1600
2100
2550
3050
4000

2100
2750
3400
4000
5250

2550
3350
4100
4850
6400

4350
5350
6300
8300
10250

5500
6700
7850
10250
12600

6550
7950
9350
12200
15000

9400
11050
14350
17650
20900

10800
12700
16500
20300

16100
20900

o
(mm)
797
797
797
797
797
797

956
956
956
956
956
956
956

1116
1116
1116
1116
1116
1116

1275
1275
1275
1275
1275

1402
1402
1402
1402
1402

1593
1593
1593
1593
1593

1752
1752
1752
1752
1752

1911
1911
1911
1911
1911

2071
2071
2071
2071
2071

2230
2230
2230
2230

2501
2501

Tlacni tank koristi se za proizvodnju pjenusavih vina (charmat metoda). I tip

Tank se moZe koristiti i u drugim proizvodnim procesima pod pritiskom.

CE certifikat osigurava maksimalinu kvalitetu i sigurnost kod upotrebe. tlacni tank

Tank under pressure is user for production of sparkling wine (charmat method). T
It can also be user for other production process under pressure. type
CE certificate ensure maximum quality and safety during usage. tank under pressure

1550
1800
2050
2550
3050
3550

1630
1880
2030
2130
2630
3130
3630

1960
2210
2710
3210
3710
4710

2290
2790
3290
3790
4790

2310
2810
3310
3810
4810

2890
3390
3890
4890
5890

2990
3490
3990
4990
5990

3070
3570
4070
5070
6070

3610
4110
4610
5610
6610

3680
4180
4680
5680

4260
5260

1000
1250
1500
2000
2500
3000

1000
1250
1400
1500
2000
2500
3000

1250
1500
2000
2500
3000
4000

1500
2000
2500
3000
4000

1500
2000
2500
3000
4000

2000
2500
3000
4000
5000

2000
2500
3000
4000
5000

2000
2500
3000
4000
5000

2500
3000
4000
5000
6000

2500
3000
4000
5000

3000
4000

Sve ostale dimenzije prema dogovoru!
All other dimension by request!

ooo l@tina-inox@letina.com cso

300
300
300
300
300
300

350
350
350
350
350
350
350

400
400
400
400
400
400

450
450
450
450
450

450
450
450
450
450

500
500
500
500
500

550
550
550
550
550

600
600
600
600
600

600
600
600
600
600

650
650
650
650

700
700

1510
1740
1990
2480
2970
3470

1620
1850
1990
2090
2560
3040
3530

1960
2190
2660
3140
3620
4600

2280
2740
3220
3700
4670

2310
2770
3240
3720
4680

2890
3350
3820
4780
5750

2980
3440
3900
4860
5830

3070
3530
3980
4940
5890

3590
4050
4980
5940
6900

3670
4130
5060
6010

4290
5220

d

é 6 -
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. zu Zatvoreni tank za maslinovo ulje koristi se za Euvanje maslinovog ulja i sliénih prehrambenih tekuéina.
tlp Konusna podnica oStrog kuta omogucuje taloZenje ulja a prikljuéak za inertni plin na gornjim vratima
tank za omogucduje implementaciju sustave zastite ulje inertnim plinom.

maslinovo ulje

The closed tank is used for storage of olive oil and other similar alimentary liquids.

type zu Conical bottom with sharp angle enables sedimentation of oil and fitting for shield gas on manhole cover
. " enables implementation of shiel gas system of protection of oil.

tank for olive oil

s Volumen/ (7] H H1 H2 D
Tip/Type .
Volume (lit) (mm) (mm) (mm) (mm) (mm)
ZU 800 A8 800 797 2220 1500 500 2120
ZU 1000 A8 1000 797 2720 2000 500 2600
ZU 1250 A8 1250 797 3220 2500 500 3090
ZU 1500 A8 1500 797 3720 3000 500 3580
ZU 800 A10 800 956 1730 1000 500 1695
ZU 950 A10 950 956 1980 1250 500 1920
ZU 1050 A10 1050 956 2130 1400 500 2060
ZU 1150 A10 1150 956 2230 1500 500 2160
ZU 1500 A10 1500 956 2730 2000 500 2630
ZU 1850 A10 1850 956 3230 2500 500 3120
ZU 2200 A10 2200 956 3730 3000 500 3610
ZU 1350 A11 1350 1116 2040 1250 550 2015
ZU 1600 A11 1600 1116 2290 1500 550 2240
ZU 2050 A11 2050 1116 2790 2000 550 2710
ZU 2550 A11 2550 1116 3290 2500 550 3190
ZU 3050 A11 3050 1116 3790 3000 550 3670
ZU 4000 A11 4000 1116 4790 4000 550 4650
ZU 2100 A13 2100 1275 2355 1500 600 2355
ZU 2750 A13 2750 1275 2855 2000 600 2820
ZU 3350 A13 3350 1275 3355 2500 600 3290
ZU 4000 A13 4000 1275 3855 3000 600 3770
ZU 5300 A13 5300 1275 4855 4000 600 4740
ZU 2550 A14 2550 1402 2410 1500 650 2450
ZU 3350 A14 3350 1402 2910 2000 650 2910
ZU 4100 A14 4100 1402 3410 2500 650 3375
ZU 4900 A14 4900 1402 3910 3000 650 3850
ZU 6400 A14 6400 1402 4910 4000 650 4815
ZU 4350 A16 4350 1593 2980 2000 700 3020
ZU 5350 A16 5350 1593 3480 2500 700 3475
ZU 6350 A16 6350 1593 3980 3000 700 3950
ZU 8350 A16 8350 1593 4980 4000 700 4905
ZU 10350 A16 10350 1593 5980 5000 700 5875
ZU 5350 A18 5350 1752 3040 2000 750 3120
ZU 6550 A18 6550 1752 3540 2500 750 3580
ZU 7750 A18 7750 1752 4040 3000 750 4040
ZU 10150 A18 10150 1752 5040 4000 750 4990
ZU 6400 A19 6400 1911 3100 2000 800 3230
ZU 7850 A19 7850 1911 3600 2500 800 3680
ZU 9250 A19 9250 1911 4100 3000 800 4140
ZU 9250 A21 9250 2071 3660 2500 850 3790
ZU 10950 A21 10950 2071 4160 3000 850 4240 ‘

Sve ostale dimenzije prema dogovoru!
All other dimension by request!
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OSNOVNA OPREMA

gornja vrata @200 mm

podnica konusna centralina 30°

noge zatvorene

prikljucak za inertni plin

tipska plocica s karticom

oslonac za ljestve

probna pipa DN15

vrata donja ovalna LCL

silikonske brtve

ventil kuglasti garola DN40 na &istom ispustu
ventil kuglasti garola DN40 na tota/nom ispustu
materijal AISI304/BA (W.Nr.1.4301/II1d)
brusena povrsina plasta (schotch brite)

DODATNA OPREMA

vrata gornja @300 mm ili veca

nivokaz @16 mm, zatvoreni, skalirani
termometar analogni

termometar digitalni

termometar digitalni sa upravijanjem

Cahura za temperaturnu sondu + muf Pg9
dupli plast za grijanje 0,3 m2/1000 lit

dupli plast za grijanje veci od 0,3 m2/1000 lit
druga velicina i/ili oblik donjih vratiju

ventili (kuglasti/leptir) garola, WG, macon, Gas
noge podesive

dekanter

podnica centraina veceg ili manjeg nagiba
cepovi za ventile

materijal AISI316L/BA (W.Nr.1.4404/111d)
kruzno polirana povrsina plasta

povrsina plasta visoko polirana

TIPOVI KAPA

BASIC EQUIPMENT

manhole cover @200 mm

conical centered bottom 30°

closed legs

fitting for shield gas

type plate with note card

Jadder support

sampling vaive DN15

manway door oval, LCL model

sificon gaskets

ball valve garolla DN40 on clean discharge
ball valve garolla DN40 on total discharge
material AISI304/BA (W.Nr.1.4301/111d)
grinding surface of coat (schotch brite)

ADDITIONAL EQUIPMENT

manhole cover @300 or bigger

level indicator @16 with scale, open mode!
thermometer analog

thermometer digital

thermometer digital with control

shell for thermometer sonde with PG9 fitting
heating jacket - 0,3 m2/1.000 lit

heating jacket bigger than 0,3 m2/1.000 lit
different size and/or shape of manway door oval
ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

decanter

conical centered bottom with different slope
caps for valves

material AISI316L/BA (W.Nr.1.4404/111d)
polished with rotated overlapping pads

mirror surface of coat

CAP TYPES

ZU tip

tank za
maslinovo ulje

zu type

tank for olive oil

konusna ekscentri¢na . conical off-centered
R AI o

¢ Letina

TIPOVI PODNICA

podnica centraina
kut 30°

oo l@tina-inox@letina.com cso

BOTTOM TYPES

centered bottom
angle 30°
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tir ZRU

tankovi za rakiju i

Zatvoreni tankovi za ¢uvanje prehrambenih tekuéina (vina, rakija, sokova, ulja, octa i dr )

Closed tanks for the storage of alimentary liquids (wine, brandy, juice, oil, vinegar )

maslinovo ulje

type ZRU

tanks for brandy
and olive oil

oo |@etina-inox@letina.com -oo

OSNOVNA OPREMA

gornja vrata @400 mm

podnica konusna centralna

noge otvorene

prikljucak za inertni plin

tipska plocica s karticom

probna pipa DN15

silikonske brtve

Cahura za temperaturnu sondu + muf Pg9
dupli plast za grijanje cca 0,3 m2/1000 lit
ventil kuglasti garola DN40 na Cistom ispustu
ventil kuglasti garola DN40 na totalnom ispustu
materijal AISI304/BA (W Nr 1 4301/I1Id)
brusena povrsina plasta (schotch brite)

DODATNA OPREMA

vrata gornja razli¢ita od @400 mm

nivokaz @16 mm, zatvoreni, skalirani

oslonac za ljestve

termometar analogni

termometar digitalni

termometar digitalni sa upravijanjem

ventili (kuglasti/leptir) garola, WG, macon, Gas
noge podesive

podnica centralna veceg ili manjeg nagiba
dupli plast za grijanje veci od 0,3 m2/1000 lit
Cepovi za ventile

materijal AISI316L/BA (W Nr 1 4404/I111d)
kruzno polirana povrsina plasta

povrsina plasta visoko polirana

BASIC EQUIPMENT
manhole cover @400 mm

" conical centered bottom

closed legs

fitting for shield gas

type plate with note card

sampling valve DN15

silicon gaskets

shell for thermometer sonde with PG9 fitting
heating jacket - 0,3 m2/1 000 lit

ball valve garolla DN40 on clean discharge
ball valve garolla DN40 on total discharge
material AISI304/BA (W Nr 1 4301/IIId)
grinding surface of coat (schotch brite)

ADDITIONAL EQUIPMENT
different size of manhole cover

level indicator @16 with scale, open model
ladder support

thermometer analog

thermometer digital

thermometer digital with control

ball and butterfly valves - garolla, WG, Macon, GAS
adjustable legs

conical centered bottom with different slope
heating jacket bigger than 0,3 m2/1 000 lit
caps for valves

material AISI316L/BA (W Nr 1 4404/111d)
polished with rotated overlapping pads
mirror surface of coat

H2

Tip/Type Volumen_/ (%]
Volume (lit) (mm)
ZRU 320 A6 320 637
ZRU 400 A6 400 637
ZRU 520 A7 520 730
ZRU 620 A8 620 797

(mm)
400 1000 1600
400 1250 1850
400 1250 1850
400 1250 1850

¢ Letina
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Tank s plivajuéim poklopcem sluZi za cuvanje vina i ostalih prehrambenih tekucina

Tank s zracnim poklopcem sluZi za fermentaciju i cuvanje vina i ostalih prehrambenih tekucina
Visoko polirana unutrasnjost spremnika onemogucuje hvatanje vinskog kamenca i olaksava cis¢enje tanka
Pipe i ventili izradeni su od inox Celika

Tip/Type

The tank with floating cap is used for the storage of wine and other alimentary liquids

The tank with air cap us used for fermentation and storage of wine and other alimentary liquids
The high polished tank’s inside does not allow the capture of wine scale and facilitates the cleaning of the tank
Pipes and valve are made of stainless steel

Volumen/ (%] H2

Volume

(i)  (mm) (mm)

PP 15 A2
PP 50 A4
PP 100 A4
PP 150 A5
PP 200 A5
PP 320 A6
PP 400 A6
PP 520 A7
PP 620 A8
PP 900 A10
PP 1100 A10
PP 1500 A11
PP 2000 A11 |

15
50
100
150
200
320
400
520
620
900
1100
1500
2000

Tip/Type

PZ 100 A4
PZ 150 AS
PZ 200 AS
PZ 320 A6
PZ 400 A6
PZ 520 A7
PZ 620 A8
PZ 900 A10
PZ 1100 A10
PZ 1500 A11
PZ 2000 A11

Volumen/
Volume (lit)
100
150
200
320
400
520
620
900
1100
1500
2000

%
(mm)
420
510
510
637
637
730
797
956
956
1116
1116

H2
(mm)
280
280
280
280
280
280
280
300
300
300
300

735
735
985
985
1235
1235
1235
1235
1485
1485
1985

1015
1015
1265
1265
1515
1515
1515
1535
1785
1785
2285

3/8"
3/8"
3/8"
3/8"
3/8"
3/8"
3/8"
3/8"
3/8"
3/8"
3/8"

172"
172"
172"
172"
172"
172"
172"

5/4"
5/4"

PP PZ .

tank sa plivajuéim ili
zraénim pokiopcem

PP PZ .

tank with floating or
air cap
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. . PPU - tank s plivajuc¢im poklopcem i centralnom konusnom podnicom sluzi za uvanje maslinovog ulja
tip PPU ZR i ostalih prehrambenih tekucina
o PM ZR - zatvoreni tank za Cuvanje rakija i ostalih prehrambenih tekuéina

PM - tank za mlijeko, s posebnim patentnim zatvaracem za hermeticko zatvaranje

PPU - tank with air cap and conical centered bottom for storage of olive oil
type PPU v ZR and other alimentary liquids

ZR - closed tank for storage of brandy and other alimentary liquids
PM - tank for milk with special fastener for hermetical closure

—_—
“ e — S — “
- Volumen/ (%] H2
Tip/Type .
| @ pityp Volume (lit) (mm) (mm)
E — — PPU 50 A4 50 360 280 485 765 1/2" /2"
T PPU 100 A4 100 420 280 735 1015 172" 1/2"
PPU 150 A5 150 510 280 735 1015 1/2" 1/2"
PPU 200 A5 200 510 280 985 1265 1/2" 1/2"
VA
I ]
I
N
I
v V2 1

Tipfiype Volumen_/ (%] H2
Volume (lit) (mm) (mm)
ZR 10 A2 95 200 - ; 470 3/8" } |
ZR 50 A4 50 360 300 500 1000 1/2" - @
ZR 100 A4 100 420 300 750 1250 1/2" - -
ZR 150 A5 150 510 300 750 1250 1/2" - T -
ZR 200 A5 200 510 300 1000 1500 1/2" -
ZR 320 A6 320 637 300 1000 1550 1/2" 3/4" ‘
ZR 400 A6 400 637 300 1250 1800 1/2" 3/4" V1
ZR 520 A7 520 730 300 1250 1800 1/2" 3/4" ~
ZR 620 A8 620 797 300 1250 1800 1/2" 3/4" T V2
|
I
- - 9_
T
|
: !
TipType Volumen./ [%] H1 H
Volume (lit) (mm) (mm) (mm)
PM 5 5 221 103 320
PM 10 10 221 239 456
PM 15 15 221 368 585
PM 20 20 319 202 472
PM 25 25 319 265 535
PM 30 30 319 330 600
PM 40 40 319 460 730
PM 50 50 319 590 860
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Plocasti filter za filtriranje vina VF filteri

Termoblokovi

Izvedba s ugradenom pumpom ili bez pumpe

Plate filter for filtering wine .
Made with or without integrated pump VF filters
Thermoblocks

Kapacitet Ploce Broj plo¢a
Tip/Type Capacity Plates Number of
(lit/h) (mm) plates

VF 214 400 200x200 14
VF 214 P 400 200x200 14
VF 220 600 200x200 20
VF 410 1250 400x400 10
VF 420 2500 400x400 20
VF 430 3750 400x400 30
VF 440 5000 400x400 40
VF 450 6250 400x400 50

P - model s pumpom
P - model with pump

Duzina (mm) ST =N ()

Lenght (mm) Width (mm)
1000 345
1250 345
1500 345
2000 345
2500 345
3000 345

oo Jetina-inox@letina.com coo oo WWW.letina.com ceo :
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] ]
SIfOI'II Sifoni sluze laksem odrZavanju Cistoée u podrumskim prostorijama.
U izvedbi bez sita mogu biti do 10 metara duZine a u izvedbi sa sitom do 6 metara.

Drainage is used for easier cleaning of cellar.
Draina e Model without grinddle can be up to 10 meters in lenght and model with grinddie
g can be up to 6 meters in lenght.

365

] |

— e iy =
10000 max 10000 max

=

<&

300
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Oprema

Equipment

Kugla za pranje

Vrenjace - Refief valves Spray ball

Kuglasti ventil DIN Kuglasti ventil GAS Kuglasti ventil Garola Kuglasti ventil WG Kuglasti ventil Macon
Ball valve DIN Ball valve GAS Ball valve Garolla Ball valve WG Ball valve Macon

Leptir ventil DIN Leptir ventil GAS Leptir ventil Garola Leptir ventil Clamp Leptir ventil Macon
Butterfly valve DIN Butterfly valve GAS Butterfly valve Garolla Butterfly valve Clamp Butterfly valve Macon

Gornja vrata okrugla Gornja vrata okrugla Gornja vrata okrugla Donja vrata kvadratna
Round manhole cover Round manhole cover Round manhole cover Square manway door

Donja vrata okrugla Donja vrata ovalna
Round manway door Oval manway door

Vrata ovalna reviziona
Oval revision door

Dekanter .
Decanter Pokazno staklo Cep sa lanci¢em Ventil nivokaza Probna pipa Podesiva stopa
Sight glass Cap with chain Level indicator valve Sampling vaive Adjustabile foot
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Nasi
proizvodi

Stroj za okretanje
kontejnera sa bocama
Machine for rotation

of container with bottles

Our
products

Pneumatska presa Usipni ko$
Pneumatic press Discharge basket

Rucéna punilica
Manual filling machine

Podesti i stepenice

Gangways and stairs

STel

6000

2 250 ) ( 2 25000 ) ( 2 26000 ) 2 26000 )( z 25000 ) ( 2 28000 ) ( 7 26000

2 26000

850

Projektiramo i opremamo kompletne vinarije
We design and equip complete winery
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Nasi
proizvodi

Our
products
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[ Ostale reference pronadite na www letina com

Other references find out on www letina com
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Velikanovié, Croatia

Dr. Lozen, Germany

DiBonis, Serbia

Krikler, Austria

Paul Mas, France




e |

Na temeljima dugogodiSnjeg iskustva i profesionalnog pristupa Reference

Zelimo i dalje ostvarivati potpuno zadovoljstvo nasih kupaca, =
poslovnih partnera i nasih zaposlenika kroz ponudu nasih NASA MISIJA
proizvoda i usluga iskljucivo vrhunske kvalitete

Based on a long-term experience and a professional approach References

we wish to accomplish a full satisfaction of our customers,
business partners and our employees through the offer
of our products and services only of the highest quality

OUR MISION
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Pojava novih tehnologija i visoki zahtjevi trzZista poticu nas na nova ulaganja

u tehnologiju, znanje i profesionalni razvoj nasih zaposlenika Vrhunska kvaliteta N AS A VIZIJA
nasih proizvoda temelj je za vrhunski krajnji proizvod (vino, maslinovo ulje )
Zelja nam je, dio naseg uspjeha ugraditi u uspjeh naseg kupca

The appearance of new technologies and high market demands push us into new

OUR VISION investments in technology, knowledge and professional development of our employees
Top quality of our products is the foundation for the top quality end products (wine, olive oil )
We wish to build part of our success in the success of our customers
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Dr. lIvana Novaka 50

HR-40000 Cakovec
tel: +385 (0)40 328100

fax: +385 (0)40 328200

Hrvatska/Croatia





